Product data sheet
Characteristics

AP9604BLK
APC SmartSlot Triple Chassis Black
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Overview £
Presentation UPS management accessory that provides three additional SmartSlot interfaces- ?
to your APC SmartSlot UPS. c
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General 3
Provided equipment DB9-DB9 cable 5 @ ;“j
Rack mounting brackets 229
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Physical 3€2
Colour Black :? g;
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Depth 16.5Cm 523
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Height 4.4Cm §82
Mounting location Front 285
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Net weight 1.91 Kg 2% 8
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Width 43.2Cm R
ol c
]
= ©
Conformance 284
Standards EN 55022 class A 825
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EN 55082 et
FCC part 15 class A 8%
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Product certifications C-Tick 228
CE 548
DOC/Industry Canada gag
o<
VCCI e 5
Q
. 2os
Environmental 25¢
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Ambient air temperature for operation 0...45°C g 2 §
L n
Operating altitude 0...10000 ft 552
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Relative humidity 0...95 % Eg 5
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Ambient air temperature for storage -15...65 °C 2 % 5
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Storage altitude 0.00...15240.00 M £ é g
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Storage Relative Humidity 0...95% §9 2
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Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Packing Units

Package 1 Weight 2.41 Kg
Package 1 Height 6.4 Cm

Package 1 width 45.7 Cm
Package 1 Length 24.8 Cm
Number of Units in Package 3 100

Offer Sustainability

Sustainable offer status
REACh Regulation

Green Premium product

i

EU RoHS Directive

Pro-active compliance (Product out of EU RoHS legal scope) iy

Lead free Yes
Mercury free Yes
RoHS exemption information 7

Halogen content performance

Halogen free product

Optimized Energy Efficiency

Energy efficient product

Contractual warranty

Warranty

2 years repair or replace

| Product Life Status :

Commercialised
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=759594&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=759594&lang=en-us
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