UL - CSARIBE#R UL, CSA STANDARD ELECTRONIC WIRE

UL STYLE 1015 LF, CSA TYPE TEW 7Y -m#h JiE(E —LitgRa

LEAD FREE HEAT RESISTANT PVC WIRE

RoHS Directive

Lead Crs+ N PBB | PBDE
Free Free J| Free J Free

M & APPLICATION

BX - BTHESONGRER (—XEEKO Y — FiE), Internal wiring of electrical and electronic equipment (Primary
circuits lead wire).

Bk DESCRIPTION

WR A& UL. CSABU I T, WStandard oo These wires are approved by both UL and

WE & EREEIE600V, RS HRE 105°C CSA standard.

e UL VW-1, CSA FT1% L OB XM R EFEIZ IS WRating -+---eeeeeeeees Rating voltage 600 V, rating temperature

STEERIEABR AL E T, 105°C.

WFlamability «-----++++- These wires pass the vertical flame test

based on UL VW-1, CSA FT1.

khtids KX OMERE CONSTRUCTION&TYPICAL PROPERTIES

..................................................................................................................................................................... .

Z # izl

Conductor / Insulation

CSA TYPE TEW-105C 600V FT1 SUMITOMO-Y

E41105-Y A AWM 1015 105C VW-1 AWG No. -F- LF

=X TR—ITTRRENET,
Identification marking is printed in one line.

E A& B (@0 =2nER) HEFE @oy-masEtezy) | B K NI it &
RATING CONDUCTOR INSULATION BHER | R it E
ULZ %A1 JUNo. (Tinned Annealed Copper Wire) (Lead Free Heat Resistant PVC) MAX. MIN. DIELEC-
CSA 2147 x - CON- INSULA- TRIC
m E g K e B W 5n =& E & % # | pucTor TION STRENG-
CSA TYPE (©) v) (AWG) (mm) THICK. (mm) ANCE ANCE | VAC(1min)
(mm) (20C) (20C)
(Q/km) | (MQ+km)
24 11/0.16 0.64 0.79 2.22 91.1
(uL)
1015 AC600 DC750 22 17/0.16 0.78 0.77 2.32 57.5
TEW 105 15 3000
(CsA) 20 21/0.18 0.95 0.78 2.51 35.9
AC600
18 34/0.18 1.22 0.79 2.80 22.6

XAEAFZOT O - BREQMEEREOR. BHUEJERTIHEFEVET,

*This specification is subject to change without a prior announcement.
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