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RJ point �ve Connector System

RJ point �ve Connector Documentation
Part Number Description

108-2341 RJ point five Product Specifications (Design Objectives)

114-13228 RJ point five Receptacle Application Sheet

114-13235 RJ point five Plug Kit Application Sheet

408-10243 Cable Assembly Termination Instruction Sheet

RJ point �ve to RJ point �ve Cable Assembly

Cat5e U/UTP 
AWG 24

Cat5e F/UTP 
AWG 26 LszH

Cat5e F/UTP 
AWG 26 LszH 
(short boot) Cable Length

Part Number Part Number Part Number

2100356-1 2142758-1 2159683-1 0.5 meters

2100356-2 2142758-2 2159683-2 1.0 meters

2100356-3 2142758-3 2159683-3 1.5 meters

2100356-4 2142758-4 2159683-4 2.0 meters

2100356-5 2142758-5 2159683-5 2.5 meters

2100356-6 2142758-6 2159683-6 3.0 meters

2100356-7 2142758-7 2159683-7 4.0 meters

2100356-8 2142758-8 2159683-8 5.0 meters

2100356-9 2142758-9 2159683-9 7.5 meters

1-2100356-0 1-2142758-0 1-2159683-0 10.0 meters

1-2100356-1 1-2142758-1 1-2159683-1 12.5 meters

1-2100356-2 1-2142758-2 1-2159683-2 15.0 meters

RJ point �ve to RJ45 Cable Assembly

Cat5e U/UTP 
AWG 24

Cat5e F/UTP 
AWG 26 LszH

Cat5e F/UTP 
AWG 26 LszH 
(short boot) Cable Length

Part Number Part Number Part Number

2100357-1 2142759-1 2159684-1 0.5 meters

2100357-2 2142759-2 2159684-2 1.0 meters

2100357-3 2142759-3 2159684-3 1.5 meters

2100357-4 2142759-4 2159684-4 2.0 meters

2100357-5 2142759-5 2159684-5 2.5 meters

2100357-6 2142759-6 2159684-6 3.0 meters

2100357-7 2142759-7 2159684-7 4.0 meters

2100357-8 2142759-8 2159684-8 5.0 meters

2100357-9 2142759-9 2159684-9 7.5 meters

1-2100357-0 1-2142759-0 1-2159684-0 10.0 meters

1-2100357-1 1-2142759-1 1-2159684-1 12.5 meters

1-2100357-2 1-2142759-2 1-2159684-2 15.0 meters

Demo Rack Illustrates:

•	 96 Port RJ point �ve cards

•	 48 Port RJ45 patch panels

•	 AMPTRAC intelligent infrastructure 

management system

•	 AMP NETCONNECT Hi-D cable management

•	 RJ point �ve connector to RJ45 jumper cables

•	 Cable assembly showing LEDs through cable 

plug

RJ point �ve Connector Demo Rack

RJ point �ve Cable Assembly Part Numbers

With Pull Tab
PNs 2100356/357
PNs 2142758/759

Without Pull Tab
PNs 2159683/684

RJ point �ve Coupler
Part Number Raw Cable Type Cable Length

2159658-1 Cat5e F/UTP AWG 26 LszH 0.25 meter

2159658-2 Cat5e F/UTP AWG 26 LszH 0.5 meter

2159658-3 Cat5e F/UTP AWG 26 LszH 1.0 meter

RJ point �ve Coupler
PN 2159658-*
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For More Information
te.com/products/rjpointfive

Frequently Asked Questions
What data rate does RJ point five product support?
RJ point five product currently supports 10/100/1000BASE-T applications or GbE RJ45 product applications.

What are the PCB termination options?
Receptacles are offered as press fit PCB termination style.

Is application tooling required?
Board mount receptacle connector will be press fit  
(see application notes for press fit tooling), Plug requires only a hand-tool part number 2031734-1.

What cable lengths are required?
Cable length and wire gauge are related to the performance characteristics of the cable assembly. Longer cable 
lengths require heavier wire gauge, while shorter cable lengths can utilize a smaller gauge cable. Smaller gauge cable 
assemblies provide many benefits to the data center operator, such as ease of routing, less weight and increased 
airflow. 

What cable types does the RJ point five plug accept?
The cables which can be used with this product line are CAT5e U/UTP cable with center conductors of AWG 24 
stranded tinned copper and Cat5e F/UTP, SF/UTP cable with center conductors of 26 AWG stranded tinned copper, a 
primary insulation diameter of 0.89—0.99 mm, and a maximum cable jacket O.D. of 5.80 mm.

Standardization?
The RJ point five connector system; IEC, document number IEC 61076-3-121

TE Technical Support Center
USA:	 +1 (800) 522-6752

Canada:	 +1 (905) 475-6222

Mexico:	 +52 (0) 55-1106-0800

Latin/S. America: +54 (0) 11-4733-2200  

Germany:	 +49 (0) 6251-133-1999

UK: 	 +44 (0) 800-267666

France: 	 +33 (0) 1-3420-8686

Netherlands:	 +31 (0) 73-6246-999

China: 	 +86 (0) 400-820-6015

Part numbers in this brochure are RoHS Compliant (as defined on www.te.com/leadfree), unless marked otherwise.
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