RS

STOCK NO. 1235979

The Specification of LCR Accessories

Description:
Kelvin clip test leads

Frequency: DC ~ 1TMHz
Max. Voltage: +/- 45V
Applicable Instruments:

LCR-6300/6200/6100/6020/6002

E=-TTI-2

oo = |2z |22

P. O. Box 99

Corby

Northants NN17 9RS
England

Tel: +44(0)1536 201234

ENGLISH
LCR-06B

R: R SCALE 1@ mo/div REF -] -2.32577 mn Measureaent:
CHP L.
VAC = TAE ——= vainc —
START 48 Hz 0S¢ 580 wVolt STOP 2 iz
Marker STINULUS VAL
[} 40 Hz -2.32577 o ¢
1 1 kHz -2.40473 mR
2 10 kHz -3.14498 m cs-0
3 100 kHz =5.41923 ml
& 300 kiz -5.90886 mR l
5 500 kHz -3.83677 mR Cs-p
6 1 MHz -3.12555 m@
7 2 MHz =5.61858 mQ
sore 173
A: @  SCALE 1 pF/div REF eF 9.22991 BF poi
K
121-8
che RL
Ls-Rs
T : : Ls-0
vAc ——- TAE ——= VI o
STRRT 48 Hz 0S¢ 500 avolt STOP 2 Mz
Marker STINULUS VAL
0 40 Hz 9.22491 pF e s
1 1 kHz 8.34026 pF
2 10 kHz 46.6641 £F cs-a
3 100 kHz 9.50731 fF
4 300 kHz 2.43542 £F
5 500 kHz 7.63993 £F cs-D
6 1 MHz 6.86352 fF
7 2 MHz 7.79213 £F
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f: Ls_ SCALE 508 nH/div REF aH 188492 UM poo et
1z1-8
R=X
Ls-Rs
: AT ] -0
YR a0 e 185c 7500 avort R
Marker STINULUS VAL
sk
0 40 Bz 1.88442 ull i
1 1 kHz 1.70144 u |
2 10 kHz -14.0388 nE cs-a
3 100 kHz =2.06349 nH r
4 300 kiiz 248.713 pH
5 500 kEz 913.096 pH cs-p
6 1 MHz 318.555 pH
7 2 Mz 164.376 pH
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