PRO
Datasheet

Fuse 5x20mm 6.3A T HBC
RS Stock number 610-9822

5.1£0.6mm

: saise
20 £ 0.5mm

—_—

# /&‘1: $5.6+0.15mm
Lﬂmr_n_LZI 21 Em,l 0.65mm, <10A

0.8mm, >10A

BREAKING CAPACITY:
1,500 amperes at 250V AC (200mA-15A)

ELECTRICAL CHARACTERISTICS:

BLOWING TIME
RATING

100mA-B00mA 1A-3.15A 4A-15A
2.1In | Max 30min 30min 30min
Min 250ms T50ms 750ms

2.75In | .
Max 80sec 80sec 80sec
Min 50ms 95ms 150ms

4In ¢ T
Max Ssec Ssec Ssec
Min Sms 10ms 20ms

10In |

Max 150ms 150ms 150ms



http://uk.rs-online.com/web/p/cartridge-fuses/6109822/?searchTerm=6109822&relevancy-data=636F3D3126696E3D4931384E525353746F636B4E756D6265724D504E266C753D656E266D6D3D6D61746368616C6C26706D3D5E5C647B367D247C5E5C647B377D247C5E5C647B31307D2426706F3D313426736E3D592673743D52535F53544F434B5F4E554D4245522677633D4E4F4E45267573743D3631303938323226
http://uk.rs-online.com/web/p/cartridge-fuses/6109822/?searchTerm=6109822&relevancy-data=636F3D3126696E3D4931384E525353746F636B4E756D6265724D504E266C753D656E266D6D3D6D61746368616C6C26706D3D5E5C647B367D247C5E5C647B377D247C5E5C647B31307D2426706F3D313426736E3D592673743D52535F53544F434B5F4E554D4245522677633D4E4F4E45267573743D3631303938323226
http://uk.rs-online.com/web/p/cartridge-fuses/6109822/?searchTerm=6109822&relevancy-data=636F3D3126696E3D4931384E525353746F636B4E756D6265724D504E266C753D656E266D6D3D6D61746368616C6C26706D3D5E5C647B367D247C5E5C647B377D247C5E5C647B31307D2426706F3D313426736E3D592673743D52535F53544F434B5F4E554D4245522677633D4E4F4E45267573743D3631303938323226
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