
 
 

 
 
 
 
 
 
 

 
 

  
 

The picture above is for reference only.  
 
Specifications: 
RATING : 26A, 26A  250/125VAC. 
CONTACT RESISTANCE : 50 mΩ max. @ 1A 12VDC (initial value) 
INSULATION RESISTANCE : 100 MΩ min. at 500VDC 
DIELECTRIC STRENGTH : 1,500V RMS @ sea level 
OPERATION TEMPERATURE : -25°C to 85°C 
MECHANICAL LIFE : Momentary 1,000,000 cycles 
                                    Latching 500,000 cycles 
ELECTRICAL LIFE : 26A /125&250VAC  10,000 CYCLES 
OPERATION PRESSURE : 3.5±1.5N 
TRAVEL : About 3.2mm 
INGRESS PROTECTION : IP67, IK08(Stainless) 
TORQUE: 1~3Nm. 
 

  

Datasheet 
RS PRO Sub-Miniature Pushbutton Switches 
Stock number: 175-8XXX (Details as follows) 
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RS Part no. 
175-8359, 
175-9093 MW19-A0F0000-A3ZA 

175-8360 
175-9101 MW19-A0F0000-A3TA 

175-8361 
175-8943 MW19-A0F0000-A3DA 

175-8037 
175-8640 MW19-A0F1000-A3ZA 

175-8038 MW19-A0F1000-A3TA 
175-8039 
175-8709 MW19-A0F1000-A3DA 

175-8082 
175-8466 MW19-A0F0E00-A3ZA 

175-8107 
175-8649 MW19-A0F0E00-A3TA 

175-8073 
175-8521 MW19-A0F0E00-A3DA 

175-8103 
175-8525 MW19-A0F0L00-A3ZA 

175-8104 
175-8554 MW19-A0F0L00-A3TA 

175-8105 
175-8577 MW19-A0F0L00-A3DA 

175-8028 
175-8677 MW19-A0F1E00-A3ZA 

175-8029 
175-8713 MW19-A0F1E00-A3TA 

175-8030 MW19-A0F1E00-A3DA 
175-8060 
175-8751 MW19-A0F1L00-A3ZA 

175-8061 
175-8451 MW19-A0F1L00-A3TA 

175-8062 
175-8472 MW19-A0F1L00-A3DA 

175-8112 
175-8790 MW19-A0F0E124-A3ZA 

175-8113 
175-8806 MW19-A0F0E124-A3TA 

175-8114 
175-8820 MW19-A0F0E124-A3DA 

175-8072 
175-8481 MW19-A0F0L124-A3ZA 

175-8022 
175-8494 MW19-A0F0L124-A3TA 

175-8059 
175-8705 MW19-A0F0L124-A3DA 

175-8069 
175-8680 MW19-A0F1E124-A3ZA 



175-8034 
175-8551 MW19-A0F1E124-A3TA 

175-8032 
175-8469 MW19-A0F1E124-A3DA 

175-8051 MW19-A0F1L124-A3ZA 
175-8052 
175-8489 MW19-A0F1L124-A3TA 

175-8053 MW19-A0F1L124-A3DA 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



Specifications: 

 



 



 



 



 



 



 


