15.2

White ink printed on to top of box
or black print on self adhesive label

| _ Spot indicates pin 1

15.2

PT10E

«—— Date code stamped on side of box
YYWW = year year week week

16.1

Pin diameter: 0.7mm

YYWW

10.2
Materials:
4 3 Bobbin: FR530 UL file number E69578$M)
or 'Polyplastics Co. Ltd Material name:
10.2 1140 A(C) UL file no. E109088(M)
' Potting box; Material: FR530, UL file no. E69578(M)
or 'Pol glastlcs Co. Ltd Material name:
6 1 1140 AY ) UL file no. E109088(M)
Resin: Z-Ea_rt epoxy resin t%pe 3300A and 3300B
UL file number 218090

Winding wire: Enamel coated co;;per wire
UL file no.E17483

Tape: 3M number 56 or JingJiang Yahua
UL file: E165111 or equivalent

Tolerance on all dimensions: +/- 0.2mm unless stated otherwise

Electrical schematic
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Resin

3 layers of polyester tape between windings

Mechanical construction

Electrical specification:

Turns ratio:2:1

Primary inductance: 12mH min. @ 1kHz, 0.27V (series equivalent circuit)
Primary DC resistance: 2.5Q +/- 10%

Secondary DC resistance: 1.65Q +/- 10%

Interwinding capacitance: 19pF (nom.)

Leakage inductance: primary 115uH (nom.), Secondary: 19uH (nom.)
Proof voltage (primary to secondary): 2kV rms

Voltage - Time product: 200VuS

Max. pulse current: 200mA (peak)

Bandwidth: 3kHz - 1MHz

Operating temperature range: -40°C to +70°C
Storage temperature range: -40°C to +125°C

RoHS
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