NO DESCRIPTION DATE
A PART (B) MODIFICATION 03.25.99'
/A\ |BACKGROUND FORMAT UPDATED |12.23.04/
/A\ |BACKGROUND FORMAT UPDATED| 04.12.41"
DEL PROOF VOLTAGE
A WORKING VOLTAGE 06.11.15°
— VIOLTAGE RATING
Lo
=z
=
<
(\I.I | ] A = h A1 |
©
~N
™
9.5¢374)
24,5£0,3¢,965+.012)

1.0 ELECTRICAL

1.1 FREQUENCY RANGE: DC-2.5 GHz

1.2 NOMINAL IMPEDANCE: 50 OHM

1.3 VOLTAGE RATING: 335 VOLTS MAX.

2.0 MATERIALS

2.1 BODIES: BRASS PER JIS-C3804

2.2 CENTER CONTACT: BRASS PER JIS-C3604

2.3 CRIMP FERRULE: BRASS PER JIS-C2700

3.0 FINISHES AND OTHERS

3.1 SEE BELOW TABLE FOR DETAILS.

4.0 MECHANICAL

4.1 FOR USE WITH RG58U OR SIMILAR STYLE CABLE

4.2 CABLE ATTACHMENT: OUTER: CRIMP, INNER: SOLDER /CRIMP

4.3 CRIMP SIZE REQUIRED: CONTACT: 1.8(.071) HEX. CRIMP TOOL
FERRULE: 5.5(.216) HEX. CRIMP TOOL

5.0 ENVIRONMENTAL

5.1 OPERATING TEMPERATURE RANGE: —40° C TQO +60° C

5 [CRIMP FERRULE | BRASS 1 |NICKEL

4 |CENTER CONTACT | BRASS 1 |coLD

3 | INSULATION POM 1 |NONE

2 | BODY BRASS 1 |NICKEL 100" MIN.
1 |WASHER BRASS 1 |NICKEL

NO| DESCRIPTION |MATERIAL|Q'TY FINISH

AT b 8|
g & — -0 -—- 5|
8 R P 5| 3
ol 3 ' 15.30¢.602) g sl §
I v 12.740.3¢5004.012)
157>
40 7.0¢276>
‘ 13.5¢531
STRIPPING DIMENSION
APPROVED by DATE:
DESCRIPTION | MINI-UHF STRAIGHT JACK CRIMP _ ]
#| DRAWN |TOLERANCE [ &% [12-01-1 D.GN  sgu [H| DATE lpz| REV.
EIKmitznalx 02 LIITLE |\ROHS COMPLIANT (S0 [#f|0113.93|ik| A-4
3 |_CHECK g1 [ UNIT -
B Arc XX |x041 ft [y DWG.NO.| 12-0004
3% [APPROVAL | XXX _[£0.05 [ ISCATE
E| Angela |ANGLE[x5" |BI| 41




