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Powerblock with IP54 extension cable  
PB 1100, PB 2100, PB PL 2015 DE 

Extremely flexible 

Technical highlights 
 

• For indoor and outdoor use, IP54 
• Ergonomic impact resistant and unbreakable plug block robustly 

designed for use on building sites 
• 4 splash-proof Schuko sockets with self-closing lids 
• Convenient standby indicator on powerblock casing 
• Anchoring belt for attaching the wound cable and anchoring the 

powerblock 
• Two folding metal suspension hooks to enable further anchoring 
• RN cable: very robust and oil-resistant 

Technical data 
 

Type designation PB 1100 
Item Number 9 16 115 0 160 
EAN 4007123638284 
Cable length 15m 
Cable designation H07RN-F 3G1.5 
Cable colour black 
Nominal voltage 230 V 
Nominal frequency 50 Hz 
Nominal frequency 16 A 
IP class IP54 
Protection class I 
Dimensions 35x35x9 cm 
Weight 2.78 kg 
Packaged unit 1 
Manufacturer Guarantee 5 years 
Available: From August 2016 
 

 
Type designation PB 2100 
Item Number 9 16 125 0 160 
EAN 4007123638291 
Cable length 25m 
Cable designation H07RN-F 3G1.5 
Cable colour black 
Nominal voltage 230 V 
Nominal frequency 50 Hz 
Nominal frequency 16 A 
IP class IP54 
Protection class I 
Dimensions 35x35x12 cm 
Weight 4.25 kg 
Packaged unit 1 
Manufacturer Guarantee 5 years 
Available: From August 2016 

 
Type designation PB PL 2015 DE 
Item Number 9 83 7 570 
EAN 4007123641178 
Cable length - 
Cable designation cable not included 
Cable colour  
Nominal voltage 230 V 
Nominal frequency 50 Hz 
Nominal frequency 16 A 
IP class IP54 
Protection class I 
Dimensions 27x9.50x6.50 cm 
Weight 0.41 kg 
Packaged unit 1 
Manufacturer Guarantee 5 years 
Available: From August 2016 

 


