Innensechskantschrauben Eﬂg

MERKMALE

Kann anstelle eines RS Pro M6 X 16 mm

Sechskantbolzens

verwendet werden, InnenSGChSkant'

wenn es vorhanden

ist Weniger Spiel Sechskantschraube, einfach
Die Kopfhthe Edels'tahl

entspricht dem
Schaftdurchmesser

Innensechskantschr

aube - starkste aller
Kopfausfuhrungen

Verschiedene
Gewindegrofien
erhaltlich

Professionelle Produkte von RS bieten Ihnen hochwertige Teile in
allen Produktkategorien. Unsere Produktpalette wurde von
Ingenieuren getestet und bietet eine vergleichbare Qualitéat wie die
fuhrenden Marken, ohne einen Premium-Preis zu zahlen.
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Innensechskantschrauben Eﬂg

Produktbeschreibung

Die Innensechskantschrauben von RS PRO haben einen schmalen Kopf und sind perfekt fiir den
Einsatz in schwer zuganglichen Bereichen geeignet. Die Befestigungselemente sind nutzlich fur die
Reparatur und Wartung von Maschinen und in vielen Bereichen.

Da diese Innensechskantschrauben aus Edelstahl A2 (304) bestehen, sind sie ideal fiir den Einsatz
in der Lebensmittel- und Getréankeindustrie. Edelstahl A2 bietet eine gute Korrosionsbestandigkeit
und ist erschwinglicher als Edelstahl A4 (316).

Allgemeine

GewindegroRRe M6

Kopfform Sechskant-Steckschliisselkappe
Material Edelstahl

Oberflache Einfach

Gewindetyp Metrisch

Gite 10,9

Holzbearbeitung, Haushaltsanwendungen,
Befestigungselemente und Befestigungen,

Anwendungen Werkzeugmaschinen und Reparatur, Sicherheitsschutz,
Tafelbau

Lange 16mm

Edelstahlausfiihrung 304 A2

Gewindesteigung 1lmm

Kopfdurchmesserbereich 9,74 mm bis 10,22 mm

Kopfhdhenbereich 5,7 mm bis 6 mm

Nennbereich der Schlisselgrofie 5,02mm bis 5,14mm

Schlusseleinbindung 3mm
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Zulassungen

Konformitat/Zertifizierung RoHS-Konformitatszertifikat, DIN912, ISO4762, ANSI
B18
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Please view our full range listing below for all A2 304 Stainless Steel Hexagon Cap
Socket Screws:

Head Shape Material Thread Size Length RS Part No.
Hex Socket Cap Stainless Steel M3 6 mm 280981
Hex Socket Cap Stainless Steel M3 8 mm 280897
Hex Socket Cap Stainless Steel M3 10 mm 7976266
Hex Socket Cap Stainless Steel M3 12 mm 281007
Hex Socket Cap Stainless Steel M3 16 mm 281013
Hex Socket Cap Stainless Steel M3 20 mm 293319
Hex Socket Cap Stainless Steel M3 25 mm 293325
Hex Socket Cap Stainless Steel M3 30 mm 293331

Hex Socket Cap Stainless Steel M4 8 mm 281029
Hex Socket Cap Stainless Steel M4 10 mm 7976260
Hex Socket Cap Stainless Steel M4 12 mm 281035
Hex Socket Cap Stainless Steel M4 16 mm 281041
Hex Socket Cap Stainless Steel M4 20 mm 200102
Hex Socket Cap Stainless Steel M4 25 mm 281057
Hex Socket Cap Stainless Steel M4 30 mm 200118
Hex Socket Cap Stainless Steel M4 40 mm 293347
Hex Socket Cap Stainless Steel M5 10 mm 281063
Hex Socket Cap Stainless Steel M5 12 mm 281079
Hex Socket Cap Stainless Steel M5 16 mm 281085
Hex Socket Cap Stainless Steel M5 20 mm 281001
Hex Socket Cap Stainless Steel M5 25 mm 290124
Hex Socket Cap Stainless Steel M5 30 mm 2090130
Hex Socket Cap Stainless Steel M5 40 mm 203353
Hex Socket Cap Stainless Steel M5 50 mm 203369
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Please view our full range listing below for all A2 304 Stainless Steel Hexagon Cap

Socket Screws:

I T
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Head Shape Material Thread Size Length RS Part No.
Hex Socket Cap Stainless Steel ME 10mm 7976279
Hex Socket Cap Stainless Steel MG 12 mm 281108
Hex Socket Cap Stainless Steel M6 16 mm 281114
Hex Socket Cap Stainless Steel M6 20 mm 281120
Hex Socket Cap Stainless Steel MG 25 mm 281136
Hex Socket Cap Stainless Steel M& 30 mm 200146
Hex Socket Cap Stainless Steel MG 35 mm 293375
Hex Socket Cap Stainless Steel MG 40 mm 293381
Hex Socket Cap Stainless Steel M& 45 mm 293397
Hex Socket Cap Stainless Steel M& 50 mm 293404
Hex Socket Cap Stainless Steel M& 60 mm 203410
Hex Socket Cap Stainless Steel M8 16 mm 281142
Hex Socket Cap Stainless Steel Ma 20 mm 281158
Hex Socket Cap Stainless Steel Ma 25 mm 281164
Hex Socket Cap Stainless Steel M8 30 mm 281170
Hex Socket Cap Stainless Steel Ma 35 mm 293426
Hex Socket Cap Stainless Steel Ma 40 mm 290152
Hex Socket Cap Stainless Steel Ma 45 mm 7976272
Hex Socket Cap Stainless Steel M8 50 mm 293432
Hex Socket Cap Stainless Steel Ma 60 mm 2093448
Hex Socket Cap Stainless Steel M10 16 mm 293454
Hex Socket Cap Stainless Steel M10 20 mm 293460
Hex Socket Cap Stainless Steel M10 25 mm TA76276
Hex Socket Cap Stainless Steel M10 30 mm 293476
Hex Socket Cap Stainless Steel M10 35 mm 7O976285
Hex Socket Cap Stainless Steel M10 40 mm 293482
Hex Socket Cap Stainless Steel M10 50 mm 293498
Hex Socket Cap Stainless Steel M10 60 mm 293505
Hex Socket Cap Stainless Steel M10 70 mm 288035
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Innensechskantschrauben

Please view our full range listing below for all A2 304 Stainless Steel Hexagon Cap

Socket Screws:
Head Shape Material Thread Size Length RS Part No.
Hex Socket Cap Stainless Steel Mi2 20 mm 288941
Hex Socket Cap Stainless Steel M2 30 mm 28RG57
Hex Socket Cap Stainless Steel M12 40 mm ZEROG3
Hex Socket Cap Stainless Steel M12 50 mm 288979
Hex Socket Cap Stainless Steel M12 60 mm 288985
Hex Socket Cap Stainless Steel M12 70 mm 288991
SOCKET HEAD CAP SCREWS DIN 912/I1ISO 4762 /ANSIB 1831 M
f | 0
-l - ' eSS ; -~
' g T @ Kinuried Hond
- 1 - - -
- b - l - - L -
E::- a1 p1g g 7] [T w26 w0 [
Prch 03 0.35 04 0.45 0.45 0.5 07
[Throad Length b 4 18 16 17 NA [ 0
Head Dia. d2 min. ma. min . min. max. min, max. min. ma. min, max. min, man.
12 (3 246 274 286 214 352 398 | 43 | 468 | a2 | 518 | 532 | s68 | 678 | 722 |
4762 (1997) 286 314 362 308 | <32 | 408 532 | 568 | 678 | 72
Bi83TM(Y 287 314 365 | 398 | a3 | 268 52 | ses | 680 | 722
w k min. max. mn max. men. mas. min. max. min. M min. T min. man.
121 126 140 145 150 186 | 200 | 236 | 2% | 246 | 260 | 286 | 300 | 382 | 400 |
4762 (1997) 146 1.60 186 | 200 | 236 | 2% 286 | 300 | 382 | 400
18.3.1 M (1986) 182 1.60 191 | 200 | 240 | 2% 289 | 300 | 388 | 400
is 1.3 15 1 25
mn max mn . mn. max. min. max. min. M man. man min, man.
1.32 136 182 156 1.52 15 | 200 | 206 | 200 | 208 | 282 | 258 | 302 | 308
SO 4762 (1997) 182 156 152 | 156 | 200 | 208 252 | 288 | 302 | 308
Bi83TM(1 1.520 1545 | 1520 | 15e5 | 2000 | 2008 252 | 2% | 3020 | aon
L min man. min min. min min. min
12 (Y 08 0.7 1 |.’_Q 12 1.3 2
SO 4762 (1997) 0.7 1 1.0 13 2
!Ansl B8 1831 M (1986) 0.8 1 1.2 1.5 2
M3 MG M M10 Mi2 — 10 MIS
08 1 125 1.5 175 2
B 22 24 28 2 3 © N
mn max. mn max. mn. max. men. max. min. mae man. M mn. M
228 872 578 1022 | 1273 | 1327 | 15.73 | 1627 | 17.73 | 1827 | 2067 | 2133 | 2367 | 2433
828 8.72 9.78 1 12, 1327 | 18 627 | 1773 | 1 2067 | 2130 | 2367 | 2433
B8 1831 M (1580) 827 872 974 1022 12.70 1327 15.67 1627 17.63 1827 206 210 22.58 4.3
%ﬁﬁ!l mn max . max, | | max | min | max | [ min | enax | min | max |
912 (1983) 82 5.00 57 6.0 764 | 800 | 964 | 1000 | 11.57 | 1200 | 1357 | 1400 | 1557 | 16.00
4762 (1 482 | 500 | 57 60 | 7ea | 800 | o6t | v000 | 187 | 3200 | 387 | e00 [ 1567 |
JANSI B 18.3.1 M (1985) 486 5.00 5.85 6.00 783 8.00 a8 10.00 1nm" 1200 1377 14.00 1576 16.00
Koy Size als 4 B 3 10 12 14
mn max. man max. mn. max. man. max. mn. N man. L 8 min. M
4020 | 4008 502 514 802 | 614 | 8025 | 8.175 | 10.025 | 10.175 | 12.002 | 12.212 | 14.032 | 4212
4762 (1 4020 4006 | so2 5.14 6.02 G614 | 8025 | 8175] 10028 [ 10475 | 12032 ] 12212 | 14032 | 14212
81831 M (1980) 4020 4.084 5.020 5.084 6.020 6.095 8025 | 8115 | 10025 | 10127 | 12002 | 12.1456 | 14032 | 14159
Engag s mn mn. mn mn min mn mn
912 (1983) 25 3 4 5 0 7 H
g‘m!sm 25 3 2 5 s 7 B
Bial 1Mt 2 4 7
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E_;« oA18) M20 22) [ oMz7) [ [
25 2 28 3 3 35 35
[Thread Longth b - 2 = %0 3 2 78
Head Dia 42 min mas mn | max min_ | max | men | max | men | mae | min | mae | men | max
o 912 (1983) 2667 | 2733 | 2967 | 3033 | 3261 | 3339 | 3561 | 3539 | 3961 | 4039 | 4461 | 4539 | 49.61 | 50.39
62 (1 2967 | 3033 3561 | 3% 251 | 4539
TM( 2053 | 3033 348 | B AL | 459
w. mn max. min max. men. max. min. max min. mas. man. mas man. man.
Emm 1757 | wmoo | vo4s | 3000 | 3148 [ 2200 | 2348 | 2400 | 648 | 3700 | 2948 [ 3000 | 3238 | 3300
SO 4762 (1997) 1948 | 2000 23.48 | 2400 29.48 | 30.00
ANSI B 18.3.1 M (1986) 1973 | 2000 70 | 2400 29567 | 3000
Key Szo s 0 7 17 19 19 2 24
mn | max | [ max | ein | max | min | max | min | max | min ) _min_ | emax
[DIN 912 (1983) 40X | 14212 | 1705 | 1723 | 17.05 | 1723 | 19.065 | 19.275 | 19.065 | 19.275 | 22.065 | 22.275 | 24.065 | 24.275
iSO <782 (1997 1705 | 1723 19.065 | 19.275 22.065 | 22.275
B1831M(! 17.0%0 | 17218 19.008 | 19263 22068 | 22.319
t min. min. min. mn min mn. min.
9121 ] 10 1 12 135 155 18
SO 4762 (1997) 10 12 15.5
jANSIB 1837 W (isen ) 12 150
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