Electronically Controlled Soldering Stations

Soldering Tips: see page 91
Spare parts: www.weller.eu

Order No.

005 34 086 99 WD 1000M

consists of:

005 34 066 99
0052917199
005 44 603 99
005 15 156 99

Order No.
005 34 106 99

consists of:

Purchase Order Proposal:

Model

WD 1M
WMRP
RT3
WDH 50

Model
WD 2M

Description

Mirco Soldering station digital 160 W, 230 V,

with Micro Soldering Pencil WMRP, 40 W

¢ The high-grade heat transfer system ensures perfect stability
of tip-temperature

e Control unit WD 1M and soldering pencil WMRP

¢ When placing the iron in the safety rest WDH 50 the power is
switched OFF at once or with time delay

e Soldering tips can be changed solely by hand, no other tool needed

e Heating-up time max. 5 sec.

Power unit, USB cable and software CD
Soldering pencil WMRP, 40 W

RT 3 soldering tip, chisel tip 1,3 x 0,4 mm
Safety rest for WMRP micro soldering pencil
with Stop+Go function

Description

2 Channel Power Unit digital 160 W, 230 V,

for Micro Soldering Iron WMRP and

Micro Tweezers WMRT with USB-Interface

e Soldering Tools to be ordered separately

e Basic functions as WD 1M

e Simultaneous use of 2 soldering tools up to 80 Watts

e When using a soldering tool with 150 W, the second channel
will automatically be switched OFF

e Temperature range 50°C—450°C

® Dimensions: 134 x 108 x 147 mm (L x W x H)

e USB-interface

WD 2M Power Unit

Power Cord

Potential Free Plug

USB cable and software CD

WD 2M power unit, WMRP micro soldering iron, WDH 50 safety rest with Stop+Go function,
WMRT micro tweezers, WMRTH safety rest with Stop+Go function. Soldering tools WMRP and
WMRT on page 91/92.

WD 2M

Power Unit 120 V / 100 V available on request





