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The SAFATEX ZOOM is a zoom spot - flood flashlight, producing 160 lumens. Durable and drop-proof, the 
SAFATEX ZOOM is designed for easy, safe use in hazardous environments with a sliding switch for light modes 
and twistable head to switch between spot and flood lights.

Formally known as NSEXZOOM

CERTIFICATION:

- CLASS I DIV 1&2 GRP ABCD
CLASS II DIV 1&2 GRP EFG
CLASS III
TEMP CODE: T5 IP67
FILE NUMBER E324236

- Atex: I M1 Ex ia l Ma
Ex II 1G Ex ia IIC T5 Ga
DEMKO 16 ATEX 1661X

- Ex ia I Ma
Ex ia IIC T5 Ga
IECEx UL 16.0015X

LIGHT
OUTPUT

67
LUMENS

41
METRES

20hrs
30 MINS

PRODUCT CODE: NSSAFA-FLA-PL

KEY FEATURES:
• 67 Lumens
• 41 metre beam
• Runs up to 20.5 hours
• High powered LED - CREE XP-G2
• Lightweight pocket sized
• Pocket clip
• On/off tail switch
• Durable impact resistant, drop proof up to 1m
• Gas pressure release valve
• Supplied with wrist strap
• Powered by 2 x AA batteries (not included)

41g2XAAA
DIMENSIONS

142X30
X26mm

SAFATEX PL

2 x AA, ATEX LED Penlight, 67 Lumens
The SAFATEX PL is an intrinsically safe penlight, it features a clip on the side. Making it easy to clip onto
pockets, bags and belts.
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