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VAN PCN NO. CONNECTOR CONTACT USAF NO. /A
DK=0621-0411 228589 PLUG ———— N/A
DK=021-0411-PF 9029/5 PLUG PIN 3540/09—-00—-01
DK=021-0411-UP 980025 PLUG PIN N/A
DK=021-0411-5 1910405 PLUG SOCKET 8540/09—-00-07
DK=021-0411-US 03004/ PLUG SOCKET N/A
DK—=0621-0417 149527/ JACK ———— N/A
DK=021-0412—F 118345 JACK PIN 3340/11-00-01
DK=0621-0412—-UP /34977 JACK PIN N/A
DK—=0621—-0412—-5 005123 JACK SOCKET 8340/11-00-02
DK—=0621—-0412-US 0382610 JACK SOCKET N /A
DK—0621-0414 341103 JACK ———— N /A
DK—0621—-0414—PF 0465609 JACK PIN N /A
DK—=0621—-0414—-5 8/25101 JACK SOCKET N /A

NOT AVAILABLE FOR NEW ORDERS
ORDER EQUIVALENT DK—621—041X(—=XX) CONNECTOR

DK—0621—1411 459727 PLUG ————

DK—=0621—1411—F 850385 PLUG PIN

DK—=0621—1411-UP 054769 PLUG PIN

DK—=021—1411-5 824175 PLUG SOCKET

DK—=021T—1411-US 087759 PLUG SOCKET

DK—0621—-1412 171793 JACK ————

DK=021—-1412-F 335939/ JACK PIN

DK=021-1412-UP 6000135 JACK PIN

DK=021-1412-5 05116/ JACK SOCKET

DK=021-1412-US 0445/ 7/ JACK SOCKET
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NOTES: (CONTINUED)

/XN USAF No.: PLUG — 8340709—00—0X
JACK — 8340711—00-0X

J

Stk SHEET 1T FOR REVISION

PRINTED ON STRAIN RELIEF OF
DK=0621-04YY SERIES.

5. D=000-0050 BRAID TERMINATOR REPLACES D—000-0005 AND D—-600-00506.
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ASSEMBLY ASSEMBLY
REQUIREMENTS:
1.0 REFER 1O THE FOLLOWING RAYCHEM SPECIFICATION CONTROL
DRAWINGS <SCD> FOR INDIVIDUAL COMPONENT DETAILS:
D—06/21—0417"1 CONNECTOR, TRIAXIAL, SUBMINIATURE
D—06/21—-0412
D—621-0414
D—0b602—0126 CONTACT, PIN Ol SHOWN
D—0602—0127/ CONTACT, SOCKET O SHOWN
D—0600—00.50 BRAID TERMINATOR O USED WITH
NK—621-04714(=X)
D—000—0019 STRAIN RELIEF
2.0 CONNECTORS ARE QUALIFIED TO RAYCHEM SPECIFICATION D—6025.
5.0 TERMINATION PROCEDURE: RAYCHEM ES 61162
IF THIS DOCUMENT IS PRINTED IT BECOMES UNCONTROLLED.
CHECK FOR THE LATEST REVISION.
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