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1.0 ELECTRICAL I~ LA e T
11 FlgEQU'ENCY RANGE: DC-4 GHz
1.2 NOMINAL IMPEDANCE: 50 OHM
1.3 VOLTAGE RATING: 335 VOLTS MAX. 11.1540.3¢,439+,012> !
L VB 19, MK 14.35+0,3¢.565+.012)

2.0 MATERIALS

2.1 BODIES: BRASS PER JIS-C3804
BERYLLIUM COPPER PER ASTM B196 UNS C17300
2.2 CENTER CONTACT: BERYLLIUM COPPER PER ASTM B196 UNS C17300
2.3 INSULATION: TEFLON PER ASTM D1457 AND ASTM D1710
2.4 CRIMP FERRULE: BRASS PER JIS-C2700

3.0 FINISHES AND OTHERS
3.1 SEE BELOW TABLE FOR DETAILS.
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4.0 MECHANICAL .
4.1 INTERFACE IN ACCORDANCE WITH: MIL—STD-348A
4.2 FOR USE WITH RG174U OR SIMILAR STYLE CABLE STRIPPING DIMENSION
4.3 CABLE ATTACHMENT: OUTER: CRIMP, INNER: SOLDER SCALE 4:1
4,4 CRIMP SIZE REQUIRED: FERRULE: 3.3(.130) HEX. CRIMP TOOL
5.0 ENVIRONMENTAL
5.1 OPERATING TEMPERATURE RANGE: —65° C TO +185° C
8 | CAP BRASS 1 |GOLD 34 MIN. APPROVED oy DATEY
7 | CRIMP FERRULE |BRASS 1 |corp
6 | BODY BRASS 1 |GOLD 3’ MIN. DESCRIPTION | SMB RIGHT ANGLE PLUG CRIMP )
5 | CHASSIS BRASS 1 [coLp 34" MIN. su| DRAWN |TOLERANCE | &% |P4-08-5 T.G.G 174u|g | DATE_[pz| REV.
4 | CENTER CONTACT | BERYLLIUM COPPER| 1 |GOLD 30 u'MIN. M B| Yoko X +0.2 LIITLE |\ROHS COMPLIANT <50 W 1.27.00 k| A-4
3 | INSULATION TEFLON 1 |NONE CHECK X 01 E UNIT pwe.No.| 24-0076
2 | SHELL BRASS 1 [coLD 3u”MIN. Arc it | mmUnd
1 | SPRING WASHER |BERYLLIUM COPPER| 1 |GOLD %3 [APPROVAL | XXX [+0.05 1 1SCATE]
NO| DESCRIPTION MATERIAL QTY FINISH E | Angela |ANGLE|x5" |#l| 8:1




