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ISSUE | REV-NO. DESCRIPTION DATE DRAWN
C 4000W in ProE gezeichnet, ‘ORing durch Anschlussdichtung ersetzt 26.05.2011 FLA
‘ D 4936W Kabel-) vereinheitiicht; screw adhesive hinzu; Tab. Gegenstecker entfernt 18.05.2015 KS
NOTES i N
. CABLE INSULATION RANGE FOR / | \ ™
SEALING GROMMET: N [ =
17 - ©27 FOR SIGNAL CONTACTS @ | ﬂ
27 - 40 FOR POWER CONTACTS | e
|
2. SECURE CONNECTOR TO PANEL BY USING. |
JAM NUT PART NO. 192990-9990 1 Il
DRG. NO. REF.. A9335-99 432+0.2 4 MAX.
RECOMMENDED JAM NUT TORQUE: 5-7Nm
USE APPROPRIATE SCREW ADHESIVE@
/3\ SINGLE PIECE ITEMS INCLUDE JAM NUT 192900-0166
(42)
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ORDER CODE
/3\ SINGLE PIECE | 192900-0077
BULK PACK 192900-0068
MATERIAL: HEAT TREAT. - |SURFACE: -
FREE SIZE SEE TABLE ANGLE TOLERANCE + 050 SIZE NEEDED FOR A FUNCTION A
DIMENSIONS IN MM - SURFACE FINISH RaVT SPC-DIMENSIONS &
DRAWN FLA DATE 26.05.2011 FILENAME A9655-99
CHECKED MLI DATE 26.05.201 REFERENCE
APPROVAL HAG DATE PARTNUMBER .
TITLE
ST =1 © | NEPTUNE REV. REC. JAM NUT
P D7ese Wenstest fome 1 SIZE 24 1219
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