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Product data sheet
Characteristics

LV432653
current transformer module - 400 A - 3 poles -
for NSX400..630

Main
Range of product NSX400...630
Range ComPact
Device short name CT module and voltage output
Product or component
type

Current transformer

Device application Control
Range compatibility ComPact NSX circuit breaker
Poles description 3P
Network type AC
[In] rated current 400 A 2 VA

Complementary
[Ue] rated operational voltage 530 V
Network frequency 50/60 Hz
Current transformer ratio 400/5 A
Auxiliary connection terminal Cable connector 2.5 mm²

Environment
Electrical shock protection class Class II
IP degree of protection IP40 conforming to IEC 60529
IK degree of protection IK04 conforming to IEC 62262

Packing Units
Package 1 Weight 2.16 kg
Package 2 Weight 4.807 kg

Offer Sustainability
EU RoHS Directive Compliant EU RoHS Declaration
Mercury free Yes
RoHS exemption information Yes
China RoHS Regulation China RoHS Declaration
Environmental Disclosure Product Environmental Profile
Circularity Profile End Of Life Information

Contractual warranty
Warranty 18 months

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=850474&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=850474&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=850474&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP120606EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI120604EN

