ISO/VDMA Air Cylinders Series CP95

Piston Rod mounting accessory dimensions [mm]

Floating joint JA
Carbon tool steel

_@Bore "M :Order No.
820 M10x1.25 : JA30-10-125
40 M12x1.25 ' JA40-12-125

50/63 | Mi6x1.5 | JA50-16-150

80100 ' M20x1.5 | JAH50-20-150

0D F ]G H P ‘U Load[kN] |Weigntlg | Angle
24 8 8 17 9 05 25 70 ‘
31 N1t 2 13 075 44 160 e
41 14 135 ‘27 5 10 1 300
595 115 24 16 32 18 20 .18 1080 -
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Rod clevis GKM (DIN 71752), supplied with bolt and safety device

Chromed steel

i

QBore ;e Order No. d o c a
82 . |M10x1.25 | GKM10-20 40 10 152 20 .20
40 | M12x1.25: GKM12-24 48 12 162 24 24
HSQ/Q@__LM‘IGXLS ~GKM16-32 164 16 183 32 32
~80/100 | M20x1.5 _GKM20-40_ 80 20 105 40 40 _
1 Rod end nut
of , htt (standard equipment)
d
ol
a| .oi = Order No. | 59/° 5% d H B |clo
1 R NT-03 32 M10x1.25 . 6 17 | 196 , 165
T | NT-04 40 Miex15 8 22 | 254 | 21
X NT-05 50, 63 M18x15 11 27 312 | 26
I NT-08 80 M22x15 . 13 | 32 | 87.0 | 31
NT-10 100 M26x15 | 16 | 41 | 473 | 39
Piston rod ball joint KJ (DIN 648)
Zinc chromate plated steel
O Bore d3 Order No. d1 o ih o3 b1 I d7 o (1B sw
32 M10x1.25 KJ1OD o 10 443 10.5 .14 20 19 _13° 14___12
__\_{1_‘&_M~>~M12x1.25 K9~12D ‘12 50 ‘12 i6 .22 ?22 13° 16 19
( 50/63  IM16x1.5  KJ16D 16 64 15 21 28 27 15° 426 32
1 80/100 M20x1.5  KJ20D 20 77 18 '25 33 34 15° 26 32
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