
SPECIFICATIONS 
 
 
• CONSTRUCTION 
 
 

High amperage toggle switch. Two poles. 
Specific lever. 

 
 
• MATERIALS 
  
 
 Case      : Polyester 
 Actuator     : Brass, nickel plated 
 Bushing     : Brass, nickel plated 
 Contacts     : Silver/Nickel alloy 
   
 
• ELECTRICAL CHARACTERISTICS 
 
 
 Electrical function  : ON - OFF 
 Maximum ratings   : See approvals 
 Electrical life   : 10.000 cycles 
 Contact resistance  : 10 milliohms Max at 1A 2VDC 

Insulation resistance  : 1000 Megaohms min - 500 VDC 
 Dielectric strength  : 2000 Vrms 50Hz between terminals 

2500 Vrms 50Hz between terminals and frame 
 
 
• MECHANICAL AND ENVIRONMENTAL CHARACTERISTICS 
 
 
 Temperature range  : -20°C to +55°C 
 Moisture resistance  : 21 days per IEC 68-2-3 
 Vibrations    : 10-500Hz/10g per IEC 68-2-6 
 Shocks     : 50 g per IEC 68-2-27 

Panel thickness   : 4.5mm(.177)Max.between 2 nuts 
 
• APPROVALS AND ELECTRICAL RATINGS 
 
 
 UL-CSA     : 15A ½HP 125/250VAC 
 EN61058-1    : 10(4)A 400 VAC T85/55 
 
 
 
 


