Datasheet

ENGLISH

RS Pro Process Ball Valve 1/4in

RS Stock No: 8125267

_)(, Suruhanaya Tenaga

SWRAS

APPROVED PRODUCT

CERTIFICATION MARK

= 24h 1005 seal test guarantesd

= Dual sealirg system allows valve to be operated in either direction
miakireg installation easier

= Mo metal-to-metal moving parts

= Mo maintenance ever required

= Handle clearly shows ball position

= Silicone-free lubricant on all s=als

= Chrome plated brass ball for longer life

= Handle stops on body to avoid stresses at stem

= Hot forged sard blasted, nickal plated brass body ard cap sealed
with Loctite® or equivalent thread s=alant

- Fireest brass according to EM 12165 and EM 12164 (formerly DIM
17660 and UM 5705-65) specifications

= 150 741, B= 21 BSFT Taper Femnale by Female threads

= Full port to CIW 3357 for maximum flow

= Geomet® carbon steel handle with thick PV dip coating. Hand ke
caoating offers both thermal and electrical protection

= Blowout-procf nicksl plated brass stem
= Twa FPM O-rings at the stern for maximum safety

= Pure FTFE salf-lubricating seats with flexible-lip design

= 40 Bar (500 PSly up to 25 30 Bar (450 PSI ower 27

= nen-shock cold werking pressure

- 40P [40°F)  +170°C [+350°F)

= For use with dangerous fluids termperature ratirg & -20°C +60°C
and pressure rating is 5 bar

= AS451 7 Limitation for GAS: 2100 Kpa up to 2" and 1500 Kpa from
2.1,/2" to 4" rated working pressure and 0°C / +60°C tamperature

= Warnirg: freezing of the fluid in the installation may severely
damage the vahe

= Assessment according to Pressure Equipment Directive 97,22 CE
module B+D by Pascal (1115}
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= Stem extension

= T-handle

= Al5l 420 stainless ste=l handle

= Owal leckable hardle up to 2% round cwer 2°
= Patented locking device for valves up to 47
= Male by Fermale thireads

= AISI 316 stainless steel ball
= Glass filled PTFE seals
= Custorm Design




Datasheet ENGLISH
RS Pro process Ball Valve 3/8in

« The Australian Gas Association (Australia) «Ukrsepro (Ukraine)

«Factory Mutual (United States) = B5l Group

«~Water Regulations Advisory Scheme {United Kingdom) «RioHS Compliant

« Suruhanjaya Tenaga (Malaysia) «EAL - Dedaration of conformity (Russia-Kazakhstan-Belanus)

= GOET-R (Russia)

» Hygiene and epidemnic center in Moscow city (Russia) NOTE: Approwals apply to spedfic configurations’sizes only.

) Mickel plated body ] CWET7N
__|: 1] Seat 2 PTFE
Chirome plated ball 1 CWETTH
Nickel plated end cap 1 CWETTH
Hn:kr.l. pla:cd_slem CWETTN
Cring design
Geomet® nut 1 CBAFF
O-Ring 2 FPM
1.1/47-2" Hollow ball N
Yellow PYC coated oot

geomet* steel handle

| . | Code  |es4msdesicsissansdssiesanirsofpeansofeairso]saaso [saa sofaamsofaainsn
I i) SR ETN R ED IR R 4
DM {mmj L] 140 15 20 25 a2 40 50 65 80 100
= Djmmy | 12 | 12 | 158 | 17 | 21 | 23 | 22 | 268 | 3z | 35 | «18
L {mmi| 45 Fi 58 54 a1 83 112 121 156 177 | 216
Gmm) | 225 | 225 | 28.5 a2 405 | 465 81 60.5 Ta 88,5 | 108
B [rmm) "2 32 100 120 120 158 158 158 | 255 | 258 255
H {rmm) 38 38 43 50 a4 LK) EE RE 132 140 154
L CH {mm} 20 20 25 3t Ll 45 54 G685 85 a4 125

DM shows the mominal flow diameter. Actual flow diameter complies
with full port DIM 3357 part 4. Stermn configuration of valves over 2% is
slighthy different.

Pressure-Temperature Chart Pressure Drop Chart
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ASAE1T Limitzbions for GAS: 3100 Kpa up bo 2 and 1500 Kpa from 2.1/27 o 47
rated working pressuse and 0°C +60°C temperzture




