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HONEYWELL REV DOCUMENT CHANGED BY CHECK
PART NUMBER PARTS LIST ROBIN MANUFACTURING P/N 263-76001 A1 | B | 0069593 | VKK 27SEP10 | CMH
85287 ITEM | PART NO. DESCRIPTION QTY.
1 79946 STEEL BASE ASSY (.500 HEX) | 1
2 77241 DIAPHRAGM 1
3 74858 "0” RING 1
4 74839 BAFFLE 1
5 74838 DIAPHRAGM BUTTON 1
6 75547 SPRING, BLUE 1
7 74852 ADJUSTMENT SCREW 1
8 76028 COVER ASSEMBLY 1
9 75949 PLUG 1 MARK WITH HONEYWELL PART NUMBER,
10 | 50368 | LOCTITE VIBRA—SEAL 516 & PRESSURE SETTING.
SEE NOTE 5 FOR DATE CODE.
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NOTES: - (2.40) -
1. SINGLE CIRCUIT NORMALLY OPEN PRESSURE SWITCH. e 26005
2. CLOSING ADJUSTMENT RANGE 8-13 PSI. SET AT 10 P — — =
3. SEE SPEC. 99005 FOR MANUFACTURING SPEC. TOLERANCES UNLESS NOTED: S - - Honeywell
4. APPLY A COATING OF ITEM 10 TO THREADS IN AREA | N TS DRAING COVERS A PROPRIETARY TTEN
SHOWN. COATING OF FIRST AND LAST 1 1/2 — 2 N Py N 0o AND IS THE PROPERTY OF HONEYWELL.  [TITLE PRESSURE SWITCH N.O.
THREADS NOT REQUIRED. ALLOW MATERIAL TO AIR WO PLACE o N 020 |THIS DRAWING IS NOT TO BE COPIED OR USED BLADE TERMINALS
DRY BEFORE PACKAGING FOR SHIPMENT. REE PLACE .XXX ; 005 WITHOUT THE PERMISSION OF HONEYWELL. 5000 SERIES SWITCH
5. THE DATE CODE SHALL CONSIST OF FOUR DIGITS INGLES » N - MEORTZREERTH%EEYAWSEMLE g&éﬁ@gﬁ% SIZE [TYPE [CAGE CODE [DRAWING NAME REV
W/THE 1ST TWO DIGITS BEING THE YEAR AND THE THIRD ANGLE PROJECTION _
QN/D TWO DIGITS BEING THE WEEK OF THE YEAR. = STANDARDS MAY APPLY spl: 85282 5
@ AUTOCAD 2D |SCALE 2.1 SHEET OF 1
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