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特に指定のない限り、寸法はミリメートル表記。

19 スウェルアクションラッチ
プラスティック／軽量用

ドアとフレームにミスアライメン 

 トがあってもラッチングできま 

 す。

振動に強い構造です。

材質・仕上げ

ナイロン＆ガラス繊維強化ナイロン

（黒）、SBRラバーブッシング 

機械的性質

•

•

www.southco.com/19

品番

右表参照

ドア厚み ワッシャ 調整

1.7±0.2 使用 不要

1.9 - 2.3 使用 使用

2.5±0.2 不要 不要

2.7 - 4.8 不要 使用

取手/Tシャフト
サブアッセンブリ

ブッシング

袋ナット　
M6

ドア フレーム

23開放状態

1.5 - 4.8
（下表参照）

11.5

39

Ø 2.4

39

16.7

品番 梱包

19-51-01 バルク梱包

19-54-01 1袋につき１アッセンブリ

Ø 6.7±0.3

フラットも選択可

端からの最少
推奨距離  4

ドア

フレーム
5.2 +0.1

-0.0

Ø 13.7±0.3( .54±.01）
フレーム厚さが3.2までの場合
Ø 14.1±0.3( .56±.01）フレーム
厚さが3.2-4.8( .13-.19)
の場合

ブッシング

取手＆シャフトサブアッセンブリ

袋ナット

必要に応じて付属のワッシャ
ーを使用してください。

実物大

フレーム厚さ 定格負荷 
（短期間）

1.5 400 N

2.5 690 N

3.2 620 N

4.8 190 N
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実物大

特に指定のない限り、寸法はミリメートル表記。

19 スウェルアクションラッチ
亜鉛ダイカスト／重量用

ドアとフレームにミスアライメ 

 ントがあってもラッチングでき 

 ます。

振動に強い構造です。

材質・仕上げ

亜鉛合金、粉体塗装（黒）、アセター

ル＆SBRラバーブッシング 

機械的性質

取りつけ方法

ナット取りつけ時の最大締めつけト

ルク：1 N•m 

•

•

www.southco.com/19

品番

左表参照

フレーム厚さ     Ø K
+0.5 
 -0.0  

1.2 - 3.2 19

3.2 - 4.8 19.5

4.8 - 6.4 20

6.4 以上 20.5

品番

19-14-10

フレーム厚さ 定格負荷 
（短期間）

1.2 to 3.2 330 N

3.2 to 4.8 660 N

4.8 to 6.4 550 N

6.4 以上 220 N

シャフト
5/16-24径

フレーム
厚さ

フレーム

ブッシング

ナット
16

Ø 19

13

28
（ラッチ時）

33.6
（開放時）

55

取手＆シャフト
アッセンブリ

57

ワッシャ

ドアまたはアウターパネル

29.3
（ラッチ時）

63
（開放時）

6.4 Max.

1.2

ブッシング

ワッシャ

取手＆シャフトサブアッセンブリ

ナイロンナット

ドアまたはアウターパネル フレーム

Ø K
6.5+0.1
        -0.0

Ø 8 +0.1
          -0.0

オプション：丸穴
注意：取手位置は使用により変化し、
緩むことがあります。
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実物大

実物大

特に指定のない限り、寸法はミリメートル表記。

19 スウェルアクションラッチ
プラスティック／フラッシュ

フラッシュ形状でロープロファ 

 イル。

ドアとフレームにミスアライメン 

 トがあってもラッチングできま 

 す。

振動に強い構造です。

材質・仕上げ

ナイロン（黒）、ステンレススティー

ルマウンティングブラケット、SBRラ

バーブッシング

取りつけ治具：1095スティール、亜

鉛メッキ

機械的性質

取りつけ方法

ブラケットとリテイナをスタッド上に

配置し、治具で取りつけてください。

ラッチの張力を取りつけナットで調

整してください。

取りつけ治具

取りつけ治具品番： 17-10019-11

品番

右表参照

•

•

•

www.southco.com/19

51

102

Ø 16

Ø 8.3 +0.2
-0.0

44

19
21

（開放時） 23
（開放時）

21
（ラッチ時）

3.2

9.5 フレーム厚さ

カップ
取りつけブラケット
リテイナ

ブッシング
ナット8-32 UNC
ねじ

フレームまたはカップの外層ブラケットがフレー
ムまたは取つけブラケットの側面に必ず接触すること。

6

品番

パネル穴とフレ
ーム穴の中心の     

最大許容ミスアラ
インメント

フレームまたはブラケット アウターパネル／ドア

定格負荷    
（ 短期間）

フレーム
厚さ

J±0.3
Ø K

+0.5
 -0.0

L 
Max.

M N

19-83-10 0.4 180 N 3.2 Max. 6 9.5 11     41.5          16.5

19-93-10
0.6 440 N Up to 3.2

8
13.5

15 57.5±.02    20.5        
0.8 330 N 3.2 - 4.8 14

J

Ø K

L

M

N

ドア
または
アウター
パネル

フレーム

アウターパネル／ドア ナット

リテイナ 取りつけブ
ラケット

61

24
28

（開放時）
33

（開放時）

30
（ラッチ時）

4.8

13.3 フレーム
厚さ

カップ
取つけブラケット

リテイナ

ブッシング
ナット12-24UNC

ねじ

フレームまたはカップの
外層ブラケットがフレー
ムまたは取つけブラケット
の側面に必ず接触すること。

8

19-83-10

19-93-10
シリーズ フレーム

厚さ
定格負荷 

（短期間）

19-83-10 0.5 - 3.2 180 N

19-93-10
0.5 - 3.2 440 N

3.2 - 4.8 330 N

+0.4
 -0.0

+0
 -0.4

+0.4
 -0.0
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実物大

実物大

特に指定のない限り、寸法はミリメートル表記。

19 スウェルアクションラッチ
プラスティック／軽量用

ドアとフレームにミスアライメン 

 トがあってもラッチングできま 

 す。 

振動に強い構造です。

材質・仕上げ

ナイロン＆ガラス繊維強化ナイロン

（黒）、SBRラバーブッシング 

機械的性質

取りつけ方法

ナット取りつけ時の最大締めつけ      

トルク：1 N•m   

•

•

www.southco.com/19

品番

左表参照

ブッシング
ナイロンナット 8-32 UNC

フレーム

28
（開放時）

8
（ラッチ時）

12

3.2
フレーム厚さ

15.5
（開放時）

4
13

（ラッチ時）

ドア
28

取手＆シャフト
アッセンブリ ピン

6 Max

X
R

Z

Ø S

1.6

9.5

16

31.8

2穴
Ø 5.15 +0.1

-0.0

パネル

フレーム

ラッチ品番 Ø S R X Z ブラケット品番

19-81-10 and 19-83-10 9.5
27 20.5 16.7

19-0-15666-11

19-91-10 and 19-93-10 13.5 19-0-15665-11

ドアまたは
アウターパネル

フレーム

Ø K

Ø H

G

ブッシング

ナイロン
ナット

品番
G 

+0.1
 -0.0

H 
+0.1
 -0.0

フレーム厚さ
K 

+0.5 
 -0.0

19-81-10 3.3 4.1 3.2 Max. 9.5 

19-91-10 4.5 5.8
Up to 3.2 13.5

3.2 - 4.8 14

J

Ø K

L

M

N

ドア
または
アウター
パネル

フレーム

ブッシング
ナイロンナット 12-24UNC

フレーム

39
（開放時）

11.5
（ラッチ時）17

8 Max.

フレーム厚さ

22.5
（開放時）

5 19
（ラッチ時）

ドア

39

取手＆シャフト
アッセンブリ ピン

4.8

19-81-10

19-91-10

アクセサリ サイドマウントブラケット

シリーズ フレーム
厚さ

定格負荷 
（短期間）

19-81-10 0.5 - 3.2 180 N

19-91-10
0.5 - 3.2 440 N

3.2 - 4.8 330 N 
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292 • Products identified with this symbol are stocked subject to prior sale in one or more of our global locations.  If unavailable from our facility nearest you, allow for shipping time from another facility.

millimeter (inch)

millimeter
(inch)

Dimensions without tolerances are for reference only.

Southco® Quarter-turn Fasteners
Swell Action Series 
• No receptacle required
• Vibration-resistant
• Two sizes, two head styles
• Use in nearly any material and in blind applications

N
FRAME

OUTER PANEL
LATCHED

N

UNLATCHED WING HEAD STUD

11.1
(.44)

P

Installation Tool
(Order separately by part number)

NOTE: Swell latches hold panels snug under short  
term intermittent loading. Do not apply continuous load.

YOUR
OUTER PANEL

THICKNESS
MIN. MAX.

F
REF. L With Oval

Head Stud
With Wing
Head Stud

1.3 (.050)

1.8 (.070)

2.3 (.090)

2.8 (.110)

17.5 (.69)

18 (.71)

18.5 (.73)

19.1 (.75)

13.6 (.535)

14.1 (.555)

14.6 (.575)

15.1 (.595)

84-20-060-10 •
84-20-080-10 •
84-20-100-10 •
84-20-120-10 •

84-20-060-20 •
84-20-080-20 

84-20-100-20 

84-20-120-20 

SERIES 20

1.8 (.069)

2.3 (.089)

2.8 (.109)

3.3 (.129)

1.3 (.050)

1.8 (.070)

21.3 (.84)

21.8 (.86)

16.6 (.654)

17.1 (.674)

84-50-060-10 •
84-50-080-10 •

84-50-060-20 •
84-50-080-20 •

SERIES 50

20

50

9.5
(.38)
14.3
(.56)

2.3
(.09)
3.0

(.12)

6.4
(.25)
7.9

(.31)

11.1
(.44)
13.5
(.53)

12.7
(.50)
15.9
(.63)

11.9
(.47)
14.3
(.56)

17.5
(.69)
20.6

(.813)

152.4
(6.00)
139.7
(5.50)

11.1
(.44)
14.3
(.56)

33.3
(1.31)
30.2

(1.19)

15.9
(.63)
19.8
(.78)

9.7
(.39)
14.6
(.58)

22.2
(.88)
28.6

(1.13)

SERIES
A B C D E G H J K M N O P

DIMENSIONS

1.8 (.069)

2.3 (.089)

ASSEMBLY PART NUMBERS

20.6
(.81)

27 (1.06)

16.7(.66)

1.6
(.06)

15.9
(.625)

31.8
(1.25)

9.5
(.38)

Ø D

2 holes-Ø5.2(.203)

FRAME

PANEL

Inner surface
of panel MUST
contact
side mount.

TURN
90° clockwise

PUSH
Do not turn

J

Ø MØ K

Bracket 
Material 

and Finish
Steel, zinc plated, 

yellow chromate dip.

Side Mount Bracket

B

ØA

F L

ØC

OUTER 
PANEL 
THICKNESS
(See Table)

Seat high point of
moving cam here.

STATIONARY
CAM

MOVING 
CAM

SLEEVE

High point of
moving cam.

SLOT
1.6 (.06) wide
x 2.0 (.08) deep

OVAL
HEAD
STUD

NOTE: On hinged doors,
minimum mounting distance
from C hinge to C fastener = 
152.4 (6).

Material and Finish
WING: 1010 Steel, zinc plate, chromate plus sealer. SLOTTED 
HEAD STUDS: 1008 Steel, zinc plate, chromate plus sealer. 
SLEEVE: SBR Rubber. STATIONARY CAM: Acetal, black.  
MOVING CAM: Die-cast zinc, black organic coating. 

Studs are bulk packaged.  
Sleeves and cams are packaged one set per bag.

Product Strength 
Guidelines

 
SERIES 20:    Maximum static load 180 N (40 lbs.)  
       Average ultimate load 330 N (75 lbs.) 
SERIES 50:    Maximum static load 220 N (50 lbs.)  
       Average ultimate load 440 N (100 lbs.) 
Flammability Rating: UL94-HB 
Operating Temperature Rating: 0ºC (30ºF) to 65ºC (150ºF) 

TOOL PART NUMBERS
SERIES 20 SERIES 50

82-0-14719-11• 41-0-12125-11•

BRACKET PART NUMBERS
SERIES 20 SERIES 50

84-0-15742-11• 19-0-15665-11•

When frame thickness is
3.2 (.125) or less:

B.

H MIN.GØ

Ø D

EØ

A.

For blind hole applications:C.

When frame
thickness is 3.2
(.125) or more:

3.2
(.125)

Assembly

(To assist in your product selection; samples
 are available for your evaluation.)
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