
                        HVSLS 600062X 连接器组装规范
                        HVSLS 600062X Connector Assembly Requirements
安装步骤-16.0mmm²/25.0mmm²线缆
Installation Steps-16.0mmm²/25.0mmm²Cable

1、选择符合以下要求的屏蔽线缆

Choose required shielding cable

3、按尺寸剥开线缆护套、屏蔽层. 

   Strip jacket、braiding wire as shown below 

护套 
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2、依次将橡胶尾盖、O型密封圈、内金属屏蔽环穿入在线缆上 

Load end cap、Type O sealing ring、inner ferrule onto cable as shown 
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4、将内金属环推到剥皮口处，屏蔽后翻，在屏蔽上包一层10mm铜箔，然后将屏蔽及填充修剪干净。 

Push the inner ferrule to peeling mouth，Shielding wire backward turn，with 10mm copper foil bag 

tight，And then trim clean shield and filler。 
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5、压紧端子，压紧端子后抗拉力不小于下表中数值 

   Crimp terminal onto wire，After crimping，the minimum tensile  strength is  

   reguired as shown in the list below 

6、装外金属屏蔽环，用刀具把屏蔽环压紧，压紧后屏蔽环的抗拉拔力≥30N 

  Assemble the outer ferrule,crimp outer ferrule using special tools，after  

7、将插头组件和所有配件装入插头外壳，并扣上尾盖. 

  The plug subassemble and all accessories into the plug shell，and assemble end cap， 

     completed cable harness. 


