Ansell
Edmont

TECHNICAL SPECIFICATION
HYD-TUF™

1. Product description
Brown nitrile impregnated cotton lined
protective gloves.

2. Glove material
- Polyacrylonitrile-butadiene coating
- Cotton jersey liner

3. Characteristics

- Very good snag, cut, abrasion and
puncture resistance

- Oil and dirt repellent

- Machine washable

- Excellent dry grip

- Very good comfort

- Chromium free

4. Limitations of use

Do not use against flames or at
temperatures < -25°C or > 150°C.

Do not use against chemicals; the gloves
are not liquidproof.

6. EN specifications

6.1._Abrasion resistance : Performance
level 3 (2000 - 8000 cycles )

6.2. Blade cut resistance : Performance
level 1 (index 2.3)

6.3. Tear resistance : Performance level 2
(average 27 N)

6.4. Puncture resistance : Performance
level 1 (average 24 N)

6.5 Anti-staticity : pass ( 820 MQ.cm )
6.6. Gloves conform to the requirements
of the European Directive 89/686/EEC
and to the European standards EN 420
and EN 388. They are categorised in
“Intermediate Design” (= Protection
against intermediate risks).

EC-type examination certificate received
from

ITF LYON

Avenue Guy de Collongue

B.P. 60

F-69132 ECULLY CEDEX

5. Specification

7. Applications

Hand ( mechanical ) protection. For
detailed information, please contact Ansell
Edmont.

Type Style Reference (EN) Size Length
Regular Knitwrist 52-502 8,9, 10 310 mm
Safety cuff 52-507 8,9, 10 270 mm
Perforated Safety cuff 52-527 8,9,10 270 mm
Gunn cut Knitwrist 52-542 9. 10 270 mm
pattern
Safety cuff 52-547 9,10 280 mm

Fore more details please contact :
Ansell Edmont, Wijngaardveld 34 C, B-9300 Aalst

Tel. : +32 - 53 71 05 05

“Fax : +32-583 711342




