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Function Specification 
 
1. Weighing 

Press and hold  key to turn on the scale, LCD will display and return to 
“0.00”. Place an object onto the platform, once weighing is stable, LCD 

display will show the weight and the stable symbol “◎”. 

 

2. KG/LB/LB:OZ conversion 

 turn on the Scale, press ”[UNIT]” key to switch KG, LB and LB:OZ. 

 Press and hold “[UNIT]” key for 20seconds, unit symbol on the display will  

 be flashing for 3 times, current unit locked. Press and hold “[UNIT]” key for  

 20seconds to release. 

  

3. Auto/Non-automatic power-off function 

Press and hold “[UNIT]” key, and turn on the Scale, the display will show 

“An-OF”, then back to “0.00”, Non-automatic power-off function is active 

now. 

Auto power-off will be restored once the Scale restarted, and auto turning 

off time is 2minutes. 

 

4. Low power detection 

If the voltage is lower than 3.7v(Temporary), LCD will show “LobAtt” to 

remind user to change batteries, and Scale will turn off automatically after 2 

seconds. 

 

5 HOLD function 

 Once reading is stable, press “[HOLD/TARE]” key, current reading has  

 been locked. Removed the object from the platform, Scale will back to  

 “0.00” after 5seconds. 

 Turn on the Scale, press and hold “[HOLD/TARE]” key for 2seconds to  

 access into the Manual hold mode (Hn-Ao).Press and hold“[HOLD/TARE]”  

 key for 2seconds again to switch to Auto hold mode (H-Ao). 

 

6 PCS count function 

 6.1 Once the scale is on, press and hold ”[PCS]” key  for 2seconds to  

 access into the sampling setting. LCD display will show the number and  

 “Lo” repeatedly. 

 6.2 Press “[UNIT]” key to select “5 pieces”, “10 pieces”, “20 pieces”, “25  
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 pieces”, “50 pieces”, “75 pieces” and “100 pieces” sampling size. 

 6.3 Place the numbers of object on the platform which LCD display shown. 

 6.4 If there is appropriate weight on the platform, scale will stop flashing  

 after 3seconds 

 6.5 If the weight on the platform is not appropriate the setting size, LCD  

 display will the number and “LO” for 10second, then automatically return  

 to normal weighing mode. 

 6.6 Once the scale is on, press “[PCS]” key to access into the previous  

 setting.  

 

7 Tare function 

Place an object on the platform, once reading is stable, press and hold 

“[HOLD/TARE]” key for 2 seconds, LCD shows “0.00”, Tare function is on. 

Place another object on the platform, display shows only the weight after 

Tare. The maximum capacity Is the summary of the weights before and 

after Tare. If Scale over loaded, display will show “oooooo” and turn off 

automatically after 10seconds. 

 

8 Overload indication 

One loading is over, LCD shows “oooooo” and turn off automatically after 

10seconds. 

 

9 Backlight selection 

9.1 Once the scale is on, press and hold “[HOLD/TARE]” and “[UNIT]” key 

for 2second to access into the backlight selection. 

9.2 Press “[UNIT]” key to select auto-on(BALIAt), Backlight on(BALIon) and 

Backlight off(BALIoF) 

9.3 Press “[HOLD/TARE]” key to confirm. 
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Saftety Precautions Caution 
 

Avoid installing the scale in direct sunlight, this may cause discoloration or 

malfunctions. 

 

Do not mix the type of batteries. Replace all other batteries at the same 

time. 

 

If the scale is not to be used for a long period of time, remove all batteries 

from the battery compartment to avoid leakage which may cause damage 

to the instrument. 

 

Avoid overloading, it could cause damage to the scale. 

 

Do not drop water onto the scale as it’s not a water-resistant unit. If inside 

of the scale is wet, it may damaged. 

 

Specification 
 

Article No. 1113673 1113674 1113675 1113678 

Capacity 20kg/44lb 40kg/88lb 100kg/220lb 150kg/330lb

Division 10g/0.022lb 20g/0.044lb 50g/0.11lb 100g/0.22lb 

LCD display 0.8 inch LCD, 6digits 

Net/Gross weight 12.5/13kg 

Package Standard carton: 37.8x35.2x39.3(cm3) 

4 pcs in one carton: 35.5x0.82x36.2(cm3) 

Operating/Storage 

Temperature 

5-35 (41℃ -95 ) / 0℉ -60℃ (32-140 )℉  

Power source 3XAAA or AC Adaptor 
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Europe 

RS Components UK 

PO Box 99, Corby, 

Northants., 

NN17 9RS  

United Kingdom 

Tel: 004 (0)1536 201234 

Fax: 004 (0)1536 405678 

http://rswww.com 

 

Asia 

RS Components 

1A International Business Park  

Level 2 & 3 

Singapore 609933 

www.rs-components.com 

 

China 

Room 1201, 1215,  

12th Floor, CBD International Building,  

16 Yong'an Dongli,  

Beijing, 100022, 

China 

www.rs-components.com 

 

South America 

Av. Pdte. Eduardo Frei M. 6001-71 

Centro Empresas El Cortijo 

Conchali, Santiago, Chile   

www.rs-components.com 

 


