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5.No. Performance Items Technical Data

1 General Unit

a) Name of Manufacture/ Trade Mark RS O

b) |Cable Type/iCode YGG

No. of Cores and Cross-Sectional Area of -

cl Conductor IG0.75 3G1.5
d)  |Mominal Voltage Lo/l v 450750

9]  |Execute Standards|Mon-identcal adopbon )

2 |Construction Dimensions
2.1 |Conductor

al  |Matens annealed tinned copper wires

b)  |In accordance with Standards class 5.as per [ECB022E

¢} |Mom. Cross-Sectional Area L 0.7s 1.5

[Mest

d)  |Mo. of Wies/dia of Wire In Conductor mm) 24/0.20 30025
&) |Wominal Diameter mm 1.13 153
2.2 |A Layer of Isolation Over Conductor

a)  |Material i Polverner TEDé
2.3 |Insulation

a)  |Material Sihgone Rubber

by |Average Thickness T 08 0e

¢) |Dia. Over Core frm 233 3.15
d)  |Core Identification Blue. Brown & G/Y Blue, Brown & G/Y
2.4 |Outer Sheath

a)  [Materiel Silicone Rubber

b Mominal Thickness mm 1 12

cj Min.Thinnest Thickness mm 075 0.92
d) Sheath Diameter mm 70 82

&) [+/_|Tolerance mm 21.0 £1.0
3 |Electricity Data

34 |Max.DC Resistance at 207C. Ofkm 26.70 13.70
3.3 |Voltage Test Z200VSmin, not punctured

34 |Rated current A 0 | 20

4  |Engineering Data
4.1 |Cable Operation Temperature Range

a) Nominal Operation Deg C ~“40~+180 | -40~+180

. Nid LN Paras !
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	RS Pro 3 芯 1.5 mm² 电源电缆，黑色硅橡胶护套 25m ， 20 A 450 V ， YGG
	RS Pro 3 芯 1.5 mm² 电源电缆，黑色硅橡胶护套 25m ， 20 A 450 V ， YGG

