
Manifold Option

� Type 41, 42, 43 
Blanking plate assembly

� Gasket assembly part no.

� Type 41P, 42P, 43P 
Blanking plate assembly

� Individual EXH spacer assembly � Individual SUP spacer assemblySeries Assembly part no.
SY3000 SY3000-26-9A-Q
SY5000 SY5000-26-20A-Q
SY7000 SY7000-26-22A-Q
SY9000 SY9000-26-2A-Q

Series Assembly part no. Port size
M5 x 0.8SY3000 SY3000-39-2A-Q

SY5000 SY5000-39-16∗A-Q
SY7000 SY7000-39-16∗A-Q

1 8
1 4

SY9000 SY9000-39-2∗A-Q

t
11
15
18
201 4

Note) In case of 41P, 42P and 43P, for 
protection of the wiring unit section 
from drainage, piping at the EA port 
should be arranged so that it will not 
be directly exposed to exhaust from 
the valve.

Note) Gasket assembly 
consists of mounting 
screws and a 
gasket.

Series

SY3000

SY5000

SY7000

Gasket assembly

SY3000-GS-2

SY5000-GS-2-Q

SY7000-GS-2-Q

SY9000 SY9000-GS-2

Series Assembly part no.
SY3000-26-10A-Q
SY5000-26-21A-Q
SY7000-26-23A-Q

SY3000
SY5000
SY7000

SY9000-26-4A-QSY9000

∗ Thread type
Rc

NPT

Nil

N
NPTFT

GF

Caution
Mounting screw tightening torques

M2: 0.16 N·m
M3: 0.8 N·m
M4: 1.4 N·m

Series Assembly part no. Port size
M5 x 0.8SY3000 SY3000-38-2A-Q

SY5000 SY5000-38-16∗A-Q
SY7000 SY7000-38-16∗A-Q

1 8
1 4

SY9000 SY9000-38-2∗A-Q

t
11
15
18
201 4

Round head combination screw

Gasket

43PType43Type

41P
42PType

41
42Type

For safety precautions, precautions for products, product specifications, external dimensions, and model selection 
procedures, see the comprehensive catalog (Best Pneumatics) or the catalog for each individual product.

Please refer to the Best Pneumatics for options and accessory which are not shown.
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SY3000·SY5000·SY7000·SY9000 Base Mounted

SUP port

EXH port

Positioning pin
(Except for SY9000)

Positioning pin
(Except for SY9000)
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