
RS Components Pty Ltd Chemwatch Hazard Alert Code: 4

3-In-One Professional Heavy Duty Cleaner #536-2533

Chemwatch: 35-9976
Version No: 3.1.1.1
Safety Data Sheet according to WHS and ADG requirements

Issue Date: 23/03/2017
Print Date: 25/05/2017

L.GHS.AUS.EN

SECTION 1 IDENTIFICATION OF THE SUBSTANCE / MIXTURE AND OF THE COMPANY / UNDERTAKING

Product Identifier

Product name 3-In-One Professional Heavy Duty Cleaner #536-2533

Synonyms Not Available

Proper shipping name AEROSOLS

Other means of
identification

Not Available

Relevant identified uses of the substance or mixture and uses advised against

Relevant identified uses
Application is by spray atomisation from a hand held aerosol pack
Degreaser.

Details of the supplier of the safety data sheet

Registered company name RS Components Pty Ltd

Address 25 Pavesi Street NSW 2164 Australia

Telephone 1300 656 636

Fax 1300 656 696

Website Not Available

Email Not Available

Emergency telephone number

Association / Organisation Not Available

Emergency telephone
numbers

1800 039 008

Other emergency telephone
numbers

03 95733112

SECTION 2 HAZARDS IDENTIFICATION

Classification of the substance or mixture

HAZARDOUS CHEMICAL. DANGEROUS GOODS. According to the WHS Regulations and the ADG Code.

CHEMWATCH HAZARD RATINGS

MaxMin
Flammability 4  
Toxicity 0
Body Contact 2  
Reactivity 1  
Chronic 2  

0 = Minimum
1 = Low
2 = Moderate
3 = High
4 = Extreme

Poisons Schedule Not Applicable

Classification [1] Aerosols Category 1, Gas under Pressure (Compressed gas), Eye Irritation Category 2A, Skin Sensitizer Category 1, Acute Aquatic Hazard Category 2,
Chronic Aquatic Hazard Category 2

Legend: 1. Classified by Chemwatch; 2. Classification drawn from HSIS ; 3. Classification drawn from EC Directive 1272/2008 - Annex VI

Label elements

Continued...



Hazard pictogram(s)

SIGNAL WORD DANGER

Hazard statement(s)

H222 Extremely flammable aerosol.

H280 Contains gas under pressure; may explode if heated.

H319 Causes serious eye irritation.

H317 May cause an allergic skin reaction.

H411 Toxic to aquatic life with long lasting effects.

AUH044 Risk of explosion if heated under confinement

Precautionary statement(s) Prevention

P210 Keep away from heat/sparks/open flames/hot surfaces. - No smoking.

P211 Do not spray on an open flame or other ignition source.

P251 Pressurized container: Do not pierce or burn, even after use.

P280 Wear protective gloves/protective clothing/eye protection/face protection.

Precautionary statement(s) Response

P363 Wash contaminated clothing before reuse.

P302+P352 IF ON SKIN: Wash with plenty of soap and water.

P305+P351+P338 IF IN EYES: Rinse cautiously with water for several minutes. Remove contact lenses, if present and easy to do. Continue rinsing.

P333+P313 If skin irritation or rash occurs: Get medical advice/attention.

Precautionary statement(s) Storage

P410+P403 Protect from sunlight. Store in a well-ventilated place.

P410+P412 Protect from sunlight. Do not expose to temperatures exceeding 50 °C/122 °F.

Precautionary statement(s) Disposal

P501 Dispose of contents/container in accordance with local regulations.

SECTION 3 COMPOSITION / INFORMATION ON INGREDIENTS

Substances

See section below for composition of Mixtures

Mixtures

CAS No %[weight] Name

64742-82-1. 1-<10

8028-48-6 2.5-5

111-76-2 1-5

68439-45-2 1-<3

1336-21-6 0.1-<1

68476-85-7. NotSpec.

SECTION 4 FIRST AID MEASURES

Description of first aid measures

Eye Contact

If aerosols come in contact with the eyes: 
Immediately hold the eyelids apart and flush the eye continuously for at least 15 minutes with fresh running water. 
Ensure complete irrigation of the eye by keeping eyelids apart and away from eye and moving the eyelids by occasionally lifting the upper and lower lids. 
Transport to hospital or doctor without delay. 
Removal of contact lenses after an eye injury should only be undertaken by skilled personnel. 

Skin Contact

If solids or aerosol mists are deposited upon the skin:
Flush skin and hair with running water (and soap if available). 
Remove any adhering solids with industrial skin cleansing cream. 
DO NOT use solvents. 
Seek medical attention in the event of irritation. 

Inhalation

If aerosols, fumes or combustion products are inhaled:
Remove to fresh air. 
Lay patient down. Keep warm and rested. 
Prostheses such as false teeth, which may block airway, should be removed, where possible, prior to initiating first aid procedures. 
If breathing is shallow or has stopped, ensure clear airway and apply resuscitation, preferably with a demand valve resuscitator, bag-valve mask device, or

naphtha, petroleum, hydrodesulfurised heavy

orange, sweet, extract

ethylene glycol monobutyl ether

alcohols C6-C12 ethoxylated

ammonia

hydrocarbon propellant
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pocket mask as trained. Perform CPR if necessary. 
Transport to hospital, or doctor. 

Ingestion

If swallowed do NOT induce vomiting. 
If vomiting occurs, lean patient forward or place on left side (head-down position, if possible) to maintain open airway and prevent aspiration. 
Observe the patient carefully. 
Never give liquid to a person showing signs of being sleepy or with reduced awareness; i.e. becoming unconscious. 
Give water to rinse out mouth, then provide liquid slowly and as much as casualty can comfortably drink. 
Seek medical advice. 

Indication of any immediate medical attention and special treatment needed

Treat symptomatically. 
For acute or short term repeated exposures to ethylene glycol:

Early treatment of ingestion is important. Ensure emesis is satisfactory. 
Test and correct for metabolic acidosis and hypocalcaemia. 
Apply sustained diuresis when possible with hypertonic mannitol. 
Evaluate renal status and begin haemodialysis if indicated. [I.L.O] 
Rapid absorption is an indication that emesis or lavage is effective only in the first few hours.  Cathartics and charcoal are generally not effective. 
Correct acidosis, fluid/electrolyte balance and respiratory depression in the usual manner. Systemic acidosis (below 7.2) can be treated with intravenous sodium bicarbonate solution. 
Ethanol therapy prolongs the half-life of ethylene glycol and reduces the formation of toxic metabolites. 
Pyridoxine and thiamine are cofactors for ethylene glycol metabolism and should be given (50 to 100 mg respectively) intramuscularly, four times per day for 2 days. 
Magnesium is also a cofactor and should be replenished.  The status of 4-methylpyrazole, in the treatment regime, is still uncertain.  For clearance of the material and its metabolites,
haemodialysis is much superior to peritoneal dialysis. 

 [Ellenhorn and Barceloux: Medical Toxicology]
It has been suggested that there is a need for establishing a new biological exposure limit before a workshift that is clearly below 100 mmol ethoxy-acetic acids per mole creatinine in morning urine
of people occupationally exposed to ethylene glycol ethers. This arises from the finding that an increase in urinary stones may be associated with such exposures.
Laitinen J., et al: Occupational & Environmental Medicine 1996; 53, 595-600
for irritant gas exposures:

the presence of the agent when it is inhaled is evanescent (of short duration) and therefore, cannot be washed away or otherwise removed 
arterial blood gases are of primary importance to aid in determination of the extent of damage. Never discharge a patient significantly exposed to an irritant gas without obtaining an arterial blood
sample. 
supportive measures include suctioning (intubation may be required), volume cycle ventilator support (positive and expiratory pressure (PEEP), steroids and antibiotics, after a culture is taken 
If the eyes are involved, an ophthalmologic consultation is recommended 

Occupational Medicine: Third Edition; Zenz, Dickerson, Horvath 1994 Pub: Mosby
For acute or short term repeated exposures to ammonia and its solutions:

Mild to moderate inhalation exposures produce headache, cough, bronchospasm, nausea, vomiting, pharyngeal and retrosternal pain and conjunctivitis. Severe inhalation produces
laryngospasm, signs of upper airway obstruction (stridor, hoarseness, difficulty in speaking) and, in excessively, high doses, pulmonary oedema. 
Warm humidified air may soothe bronchial irritation. 
Test all patients with conjunctival irritation for corneal abrasion (fluorescein stain, slit lamp exam) 
Dyspneic patients should receive a chest X-ray and arterial blood gases to detect pulmonary oedema. 

SECTION 5 FIREFIGHTING MEASURES

Extinguishing media

Alcohol stable foam. 
Dry chemical powder. 
BCF (where regulations permit). 
Carbon dioxide. 

Do not use a water jet to fight fire.

Special hazards arising from the substrate or mixture

Fire Incompatibility Avoid contamination with oxidising agents i.e. nitrates, oxidising acids, chlorine bleaches, pool chlorine etc. as ignition may result 

Advice for firefighters

Fire Fighting

Alert Fire Brigade and tell them location and nature of hazard. 
May be violently or explosively reactive. 
Wear breathing apparatus plus protective gloves. 
Prevent, by any means available, spillage from entering drains or water course. 

Fire/Explosion Hazard

Combustion products include:
,
carbon dioxide (CO2)

Liquid and vapour are highly flammable. 
Severe fire hazard when exposed to heat or flame. 
Vapour forms an explosive mixture with air. 
Severe explosion hazard, in the form of vapour, when exposed to flame or spark. 

HAZCHEM Not Applicable

SECTION 6 ACCIDENTAL RELEASE MEASURES

Personal precautions, protective equipment and emergency procedures

See section 8

Environmental precautions

See section 12

Methods and material for containment and cleaning up

Minor Spills

Clean up all spills immediately. 
Avoid breathing vapours and contact with skin and eyes. 
Wear protective clothing, impervious gloves and safety glasses. 
Shut off all possible sources of ignition and increase ventilation. 
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Major Spills

Clear area of personnel and move upwind. 
Alert Fire Brigade and tell them location and nature of hazard. 
May be violently or explosively reactive. 
Wear breathing apparatus plus protective gloves. 

Personal Protective Equipment advice is contained in Section 8 of the SDS.

SECTION 7 HANDLING AND STORAGE

Precautions for safe handling

Safe handling

DO NOT allow clothing wet with material to stay in contact with skin
Avoid all personal contact, including inhalation. 
Wear protective clothing when risk of exposure occurs. 
Use in a well-ventilated area. 
Prevent concentration in hollows and sumps. 

Other information

Consider storage under inert gas.
Keep dry to avoid corrosion of cans. Corrosion may result in container perforation and internal pressure may eject contents of can 
Store in original containers in approved flammable liquid storage area. 
DO NOT store in pits, depressions, basements or areas where vapours may be trapped. 
No smoking, naked lights, heat or ignition sources. 
Keep containers securely sealed.

Conditions for safe storage, including any incompatibilities

Suitable container
Aerosol dispenser. 
Check that containers are clearly labelled. 

Storage incompatibility Avoid reaction with oxidising agents 

SECTION 8 EXPOSURE CONTROLS / PERSONAL PROTECTION

Control parameters

OCCUPATIONAL EXPOSURE LIMITS (OEL)

INGREDIENT DATA

Source Ingredient Material name TWA STEL Peak Notes

Australia Exposure Standards
naphtha, petroleum, hydrodesulfurised
heavy

White spirits 790 mg/m3 Not Available
Not
Available

Not
Available

Australia Exposure Standards ethylene glycol monobutyl ether 2-Butoxyethanol 96.9 mg/m3 / 20 ppm
242 mg/m3 / 50
ppm

Not
Available

Sk

Australia Exposure Standards ammonia Ammonia 17 mg/m3 / 25 ppm
24 mg/m3 / 35
ppm

Not
Available

Not
Available

Australia Exposure Standards hydrocarbon propellant
LPG (liquified petroleum
gas)

1800 mg/m3 / 1000
ppm

Not Available
Not
Available

Not
Available

EMERGENCY LIMITS

Ingredient Material name TEEL-1 TEEL-2 TEEL-3

naphtha, petroleum,
hydrodesulfurised heavy

Naphtha, hydrotreated heavy; (Isopar L-rev 2)
350
mg/m3

1,800
mg/m3

40,000
mg/m3

naphtha, petroleum,
hydrodesulfurised heavy

Petroleum distillates; petroleum ether; includes clay-treated light naphthenic [64742-45-6]; low boiling
[68477-31-6]; petroleum extracts [64742-06-9]; petroleum base oil [64742-46-7]; petroleum 50 thinner, petroleum
spirits [64475-85-0], Soltrol, VM&P naphtha [8032-32-4]; Ligroine, and paint solvent; petroleum paraffins C5-C20
[64771-72-8]; hydrotreated light naphthenic [64742-53-6]; solvent refined light naphthenic [64741-97-5]; and
machine coolant 1

1,100
mg/m3

1,800
mg/m3

40,000
mg/m3

naphtha, petroleum,
hydrodesulfurised heavy

Naphtha (coal tar); includes solvent naphtha, petroleum (64742-88-7), naphtha (petroleum) light aliphatic, rubber
solvent (64742-89-8), heaevy catalytic cracked (64741-54-4), light straight run (64741-46-4), heavy aliphatic
solvent (64742-96-7), high flash aromatic and aromatic solvent naphtha (64742-95-6)

1,200
mg/m3

6,700
mg/m3

40,000
mg/m3

naphtha, petroleum,
hydrodesulfurised heavy

Stoddard solvent; (Mineral spirits, 85% nonane and 15% trimethyl benzene)
300
mg/m3

1,800
mg/m3

29500
mg/m3

ethylene glycol monobutyl ether Butoxyethanol, 2-; (Glycol ether EB) 60 ppm 120 ppm 700 ppm

ammonia Ammonium hydroxide 61 ppm 330 ppm 2,300 ppm

ammonia Ammonia
Not
Available

Not
Available

Not
Available

hydrocarbon propellant Liquified petroleum gas; (L.P.G.)
65,000
ppm

2.30E+05
ppm

4.00E+05
ppm

Ingredient Original IDLH Revised IDLH

naphtha, petroleum,
hydrodesulfurised heavy

29,500 mg/m3 / 10,000 ppm / 10,000 [LEL] ppm 20,000 mg/m3 / 1,100 [LEL] ppm / 1,000 [LEL] ppm

orange, sweet, extract Not Available Not Available

ethylene glycol monobutyl ether 700 ppm 700 [Unch] ppm

alcohols C6-C12 ethoxylated Not Available Not Available

ammonia 500 ppm 300 ppm

hydrocarbon propellant 19,000 [LEL] ppm 2,000 [LEL] ppm
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MATERIAL DATA

 For liquefied petroleum gases (LPG):
TLV TWA: 1000 ppm, 1800 mg/m3 (as LPG)
ES TWA: 1000 ppm, 1800 mg/m3 (as LPG)
OES TWA: 1000 ppm, 1750 mg/m3; STEL: 1250 ppm, 2180 mg/m3 (as LPG)
IDLH Level: 2000 ppm (lower explosive limit)
No chronic systemic effects have been reported from occupational exposure to LPG. The TLV-TWA is based on good hygiene practices and is thought to minimise the risk of fire or explosion.
Odour Safety Factor(OSF)
OSF=0.16 (hydrocarbon propellant)

For butane:
Odour Threshold Value: 2591 ppm (recognition)
Butane in common with other homologues in the straight chain saturated aliphatic hydrocarbon series is not characterised by its toxicity but by its narcosis-inducing effects at high concentrations.
The TLV is based on analogy with pentane by comparing their lower explosive limits in air. It is concluded that this limit will protect workers against the significant risk of drowsiness and other
narcotic effects.
Odour Safety Factor(OSF)
OSF=0.22 (n-BUTANE)

for d-Limonene:
CEL TWA: 30 ppm, 165.6 mg/m3 (compare WEEL-TWA*)
(CEL = Chemwatch Exposure Limit)
A Workplace Environmental Exposure Level* has been established by AIHA (American Industrial Hygiene Association) who have produced the following rationale:
d-Limonene is not acutely toxic. In its pure form it is not a sensitiser but is irritating to the skin. Although there is clear evidence of carcinogenicity in male rats, the effect has been attributed to an
alpha-2u-globin (a2u-G) renal toxicity which is both species and gender specific. Humans do not synthesise a2u-G, and metabolism studies indicate that 75% to 95% of d-limonene is excreted in
2-3 days with different metabolites identified between humans and rats.
For ethylene glycol monobutyl ether (2-butoxyethanol)
Odour Threshold Value: 0.10 ppm (detection), 0.35 ppm (recognition)
Although rats appear to be more susceptible than other animals anaemia is not uncommon amongst humans following exposure. The TLV reflects the need to maintain exposures below levels found
to cause blood changes in experimental animals. It is concluded that this limit will reduce the significant risk of irritation, haematologic effects and other systemic effects observed in humans and
animals exposed to higher vapour concentrations. The toxic effects typical of some other glycol ethers (pancytopenia, testis atrophy and teratogenic effects) are not found with this substance.
for exposure to ammonia gas/ vapours:
Odour Threshold Value: Variously reported as 0.019 ppm and 55 ppm; AIHA Value 16.7 ppm (detection)
NOTE: Detector tubes for ammonia, measuring in excess of 1 ppm, are commercially available.
The TLV-TWA is thought to be protective against irritation of the eyes and respiratory tract and minimise discomfort among workers that are not inured to its effects and systemic damage.
Acclimatised persons are able to tolerate prolonged exposures of up to 100 ppm without symptoms. Marked irritation has been seen in persons exposed to ammonia concentrations between 50 and
100 ppm only when the exposures involved sudden concentration peaks which do not permit short-term acclimatisation.
NOTE M:  The classification as a carcinogen need not apply if it can be shown that the substance contains less than 0.005% w/w benzo[a]pyrene (EINECS No 200-028-5). This note applies only to
certain complex oil-derived substances in Annex IV.
European Union (EU) List of harmonised classification and labelling hazardous substances, Table 3.1, Annex VI, Regulation (EC) No 1272/2008 (CLP) - up to
the latest ATP
NOTE P:  The classification as a carcinogen need not apply if it can be shown that the substance contains less than 0.01% w/w benzene (EINECS No 200-753-7). Note E shall also apply when the
substance is classified as a carcinogen. This note applies only to certain complex oil-derived substances in Annex VI.
European Union (EU) List of harmonised classification and labelling hazardous substances, Table 3.1, Annex VI, Regulation (EC) No 1272/2008 (CLP) - up to
the latest ATP
NOTE K: The classification as a carcinogen need not apply if it can be shown that the substance contains less than 0.1%w/w 1,3-butadiene (EINECS No 203-450-8). - European Union (EU)
List of harmonised classification and labelling hazardous substances, Table 3.1, Annex VI, Regulation (EC) No 1272/2008 (CLP) - up to the latest ATP

Exposure controls

Appropriate engineering
controls

CARE: Explosive vapour air mixtures may be present on opening vessels which have contained liquid ammonia. Fatalities have occurred
Engineering controls are used to remove a hazard or place a barrier between the worker and the hazard. Well-designed engineering controls can be highly
effective in protecting workers and will typically be independent of worker interactions to provide this high level of protection.
The basic types of engineering controls are:
Process controls which involve changing the way a job activity or process is done to reduce the risk.
Enclosure and/or isolation of emission source which keeps a selected hazard "physically" away from the worker and ventilation that strategically "adds" and
"removes" air in the work environment.

Personal protection

Eye and face protection

Safety glasses with side shields.
Chemical goggles.
Contact lenses may pose a special hazard; soft contact lenses may absorb and concentrate irritants. A written policy document, describing the wearing of
lenses or restrictions on use, should be created for each workplace or task.
Close fitting gas tight goggles 

DO NOT wear contact lenses.
Contact lenses may pose a special hazard; soft contact lenses may absorb and concentrate irritants. A written policy document, describing the wearing of
lens or restrictions on use, should be created for each workplace or task. This should include a review of lens absorption and adsorption for the class of
chemicals in use and an account of injury experience. Medical and first-aid personnel should be trained in their removal and suitable equipment should be
readily available.

Skin protection See Hand protection below

Hands/feet protection

NOTE:
The material may produce skin sensitisation in predisposed individuals. Care must be taken, when removing gloves and other protective equipment, to avoid
all possible skin contact. 
Contaminated leather items, such as shoes, belts and watch-bands should be removed and destroyed. 
No special equipment needed when handling small quantities. 
OTHERWISE: 
For potentially moderate exposures: 
Wear general protective gloves, eg. light weight rubber gloves. 
For potentially heavy exposures: 
Wear chemical protective gloves, eg. PVC. and safety footwear. 

Body protection See Other protection below
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Other protection

No special equipment needed when handling small quantities.
OTHERWISE:

Overalls. 
Skin cleansing cream. 
Eyewash unit. 
The clothing worn by process operators insulated from earth may develop static charges far higher (up to 100 times) than the minimum ignition energies for
various flammable gas-air mixtures. This holds true for a wide range of clothing materials including cotton. 
Avoid dangerous levels of charge by ensuring a low resistivity of the surface material worn outermost. 

BRETHERICK: Handbook of Reactive Chemical Hazards.

Thermal hazards Not Available

Recommended material(s)

GLOVE SELECTION INDEX

Glove selection is based on a modified presentation of the:
 "Forsberg Clothing Performance Index".
 The effect(s) of the following substance(s) are taken into account in the  computer-
generated selection:          
3-In-One Professional Heavy Duty Cleaner #536-2533

Material CPI

BUTYL C

HYPALON C

NAT+NEOPR+NITRILE C

NATURAL RUBBER C

NATURAL+NEOPRENE C

NEOPRENE C

NEOPRENE/NATURAL C

NITRILE C

NITRILE+PVC C

PE/EVAL/PE C

PVA C

PVC C

SARANEX-23 C

* CPI - Chemwatch Performance Index
A: Best Selection
B: Satisfactory; may degrade after 4 hours continuous immersion
C: Poor to Dangerous Choice for other than short term immersion
NOTE: As a series of factors will influence the actual performance of the glove, a final
selection must be based on detailed observation. -
* Where the glove is to be used on a short term, casual or infrequent basis, factors such as
"feel" or convenience (e.g. disposability), may dictate a choice of gloves which might otherwise
be unsuitable following long-term or frequent use. A qualified practitioner should be consulted.

Respiratory protection

Type KAX-P Filter of sufficient capacity. (AS/NZS 1716 & 1715, EN 143:2000 & 149:2001, ANSI
Z88 or national equivalent)

Where the concentration of gas/particulates in the breathing zone, approaches or exceeds the
"Exposure Standard" (or ES), respiratory protection is required.
Degree of protection varies with both face-piece and Class of filter; the nature of protection
varies with Type of filter.

Required Minimum
Protection Factor

Half-Face
Respirator

Full-Face
Respirator

Powered Air
Respirator

up to 10 x ES KAX-AUS P3 -
KAX-PAPR-AUS /
Class 1 P3

up to 50 x ES -
KAX-AUS /
Class 1 P3

-

up to 100 x ES - KAX-2 P3 KAX-PAPR-2 P3 ^

^ - Full-face
A(All classes) = Organic vapours, B AUS or B1 = Acid gasses, B2 = Acid gas or hydrogen
cyanide(HCN), B3 = Acid gas or hydrogen cyanide(HCN), E = Sulfur dioxide(SO2), G =
Agricultural chemicals, K = Ammonia(NH3), Hg = Mercury, NO = Oxides of nitrogen, MB =
Methyl bromide, AX = Low boiling point organic compounds(below 65 degC)

SECTION 9 PHYSICAL AND CHEMICAL PROPERTIES

Information on basic physical and chemical properties

Appearance
Supplied as an aerosol pack. Contents under PRESSURE.  Contains highly flammable hydrocarbon propellant.
|White extremely flammable liquid (aerosol) with a characteristic odour; mixes with water.

Physical state Liquid Relative density (Water = 1) Not Available

Odour Not Available
Partition coefficient

n-octanol / water
Not Available

Odour threshold Not Available
Auto-ignition temperature

(°C)
Not Available

pH (as supplied) Not Available
Decomposition

temperature
Not Available

Melting point / freezing
point (°C)

Not Available Viscosity (cSt) Not Available

Initial boiling point and
boiling range (°C)

Not Available Molecular weight (g/mol) Not Applicable

Flash point (°C) -81 (propellant) Taste Not Available

Evaporation rate Not Available Explosive properties Not Available

Flammability HIGHLY FLAMMABLE. Oxidising properties Not Available

Upper Explosive Limit (%) 9.0
Surface Tension (dyn/cm or

mN/m)
Not Available

Lower Explosive Limit (%) 0.8 Volatile Component (%vol) ~19.4 (VOC)

Vapour pressure (kPa) Not Available Gas group Not Available

Solubility in water (g/L) Miscible pH as a solution (1%) Not Available

Vapour density (Air = 1) Not Available VOC g/L Not Available

Chemwatch: 35-9976

Version No: 3.1.1.1

Page 6 of 13

3-In-One Professional Heavy Duty Cleaner #536-2533

Issue Date: 23/03/2017

Print Date: 25/05/2017

Continued...



SECTION 10 STABILITY AND REACTIVITY

Reactivity See section 7

Chemical stability

Elevated temperatures. 
Presence of open flame. 
Product is considered stable. 
Hazardous polymerisation will not occur. 

Possibility of hazardous
reactions

See section 7

Conditions to avoid See section 7

Incompatible materials See section 7

Hazardous decomposition
products

See section 5

SECTION 11 TOXICOLOGICAL INFORMATION

Information on toxicological effects

Inhaled
The vapour is discomforting
WARNING:Intentional misuse by concentrating/inhaling contents may be lethal.
Acute effects from inhalation of high vapour concentrations may be chest and nasal irritation with coughing, sneezing, headache and even nausea.

Ingestion
Not normally a hazard due to physical form of product.
Considered an unlikely route of entry in commercial/industrial environments 
Ingestion may result in nausea, abdominal irritation, pain and vomiting

Skin Contact

Limited evidence exists, or practical experience predicts, that the material either produces inflammation of the skin in a substantial number of individuals
following direct contact, and/or produces significant inflammation when applied to the healthy intact skin of animals, for up to four hours, such inflammation
being present twenty-four hours or more after the end of the exposure period. Skin irritation may also be present after prolonged or repeated exposure; this may
result in a form of contact dermatitis (nonallergic). The dermatitis is often characterised by skin redness (erythema) and swelling (oedema) which may
progress to blistering (vesiculation), scaling and thickening of the epidermis. At the microscopic level there may be intercellular oedema of the spongy layer of
the skin (spongiosis) and intracellular oedema of the epidermis.
Spray mist may produce discomfort 
Open cuts, abraded or irritated skin should not be exposed to this material
Entry into the blood-stream through, for example, cuts, abrasions, puncture wounds or lesions, may produce systemic injury with harmful effects. Examine the
skin prior to the use of the material and ensure that any external damage is suitably protected.

Eye

Evidence exists, or practical experience predicts, that the material may cause eye irritation in a substantial number of individuals and/or may produce significant
ocular lesions which are present twenty-four hours or more after instillation into the eye(s) of experimental animals.
Repeated or prolonged eye contact may cause inflammation characterised by temporary redness (similar to windburn) of the conjunctiva (conjunctivitis);
temporary impairment of vision and/or other transient eye damage/ulceration may occur.
Direct contact with the eye may not cause irritation because of the extreme volatility of the gas; however concentrated atmospheres may produce irritation after
brief exposures..

Chronic

Practical experience shows that skin contact with the material is capable either of inducing a sensitisation reaction in a substantial number of individuals, and/or
of producing a positive response in experimental animals.
Principal route of occupational exposure to the gas is by inhalation. 
In the presence of air, a number of common flavour and fragrance chemicals can form peroxides surprisingly fast. Antioxidants can in most cases minimise the
oxidation.

Fragrance terpenes are generally easily oxidised in air.  Non-oxidised limonene, linalool and caryophyllene turned out to be very weak sensitizers, however after
oxidation limonene hydroperoxide and linalool hydroperoxide are strong sensitizers.

Hydroperoxides of d-limonene are potent contact allergens when studied in guinea pigs. They may result when d-limonene is unstabilised against oxidation, or
upon prolonged standing at room temperature and/ or upon exposure to light, or when stabiliser levels diminish. The two major hydroperoxides in auto-oxidised
d-limonene,  are cis- and trans- limonene-2-hydroperoxide (2-hydroperoxy-p-mentha-6,8-diene). In photo-oxidised d-limonene, they represent a minor fraction.
Peroxidisable terpenes and terpenoids should only be used when the level of peroxides is kept to the lowest practicable level, for instance by adding antioxidants
at the time of production. Such products should have a peroxide value of less than 10 millimoles peroxide per liter. This requirement is based on the published
literature mentioning sensitising properties when containing peroxides.
Prolonged or repeated minor exposure to ammonia gas/vapour may cause long-term irritation to the eyes, nose and upper respiratory tract. Repeated exposure
or prolonged contact may produce dermatitis, and conjunctivitis.
Other effects may include ulcerative changes to the mouth and bronchial and gastrointestinal disturbances. Adaptation to usually irritating concentrations may
result in tolerance.
Sensitisation may result in allergic dermatitis responses including rash, itching, hives or swelling of extremities.
WARNING: Aerosol containers may present pressure related hazards.

3-In-One Professional
Heavy Duty Cleaner

#536-2533

TOXICITY IRRITATION

Dermal (None) LD50: >2000 mg/kg[2] Not Available

Inhalation (None) LC50: >20 mg/l/4h[2]

Inhalation (None) LC50: >5 mg/l/4h[2]

Oral (None) LD50: >2000 mg/kg[2]

naphtha, petroleum,
hydrodesulfurised heavy

TOXICITY IRRITATION

Dermal (rabbit) LD50: >1900 mg/kg[1] Not Available

Dermal (rabbit) LD50: >1900 mg/kg[1]

Dermal (rabbit) LD50: >1900 mg/kg[1]

Dermal (rabbit) LD50: >1900 mg/kg[1]
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dermal (rat) LD50: 28000 mg/kg*n[2]

Inhalation (rat) LC50: >2800 ppm/8hr[2]

Inhalation (rat) LC50: 3400 ppm/4hr[2]

Oral (rat) LD50: >4300 mg/kgd[2]

Oral (rat) LD50: >4500 mg/kg[1]

Oral (rat) LD50: >4500 mg/kg[1]

Oral (rat) LD50: >4500 mg/kg[1]

Oral (rat) LD50: >4500 mg/kg[1]

Oral (rat) LD50: >5000 mg/kg[1]

orange, sweet, extract

TOXICITY IRRITATION

Dermal (rabbit) LD50: >5000 mg/kg*[2] Skin (rabbit): 500mg/24h moderate

Oral (rabbit) LD50: >5000 mg/kg*e[2]

ethylene glycol monobutyl
ether

TOXICITY IRRITATION

dermal (rat) LD50: >2000 mg/kg[1] Eye (rabbit): 100 mg SEVERE

Inhalation (rat) LC50: 450 ppm/4hr[2] Eye (rabbit): 100 mg/24h-moderate

Oral (rat) LD50: 250 mg/kg[2] Skin (rabbit): 500 mg, open; mild

alcohols C6-C12
ethoxylated

TOXICITY IRRITATION

Dermal (rabbit) LD50: 1500 mg/kg*(1))[2] Eye (rabbit): 58/110 moderate*(2)

Oral (rat) LD50: 5100 mg/kg*[2] Skin (rabbit): 3.2/8.0 moderate*

ammonia

TOXICITY IRRITATION

Inhalation (rat) LC50: 2000 ppm/4hr[2] Eye (rabbit): 0.25 mg SEVERE

Oral (rat) LD50: 350 mg/kgE[2] Eye (rabbit): 1 mg/30s SEVERE

hydrocarbon propellant

TOXICITY IRRITATION

Inhalation (rat) LC50: >50000 ppm15 min[1] Not Available

Inhalation (rat) LC50: >50000 ppm15 min[1]

Inhalation (rat) LC50: 35625 ppm15 min[1]

Inhalation (rat) LC50: 84.6875 mg/l15 min[1]

Inhalation (rat) LC50: 90.1875 mg/l15 min[1]

Inhalation (rat) LC50: 90.1875 mg/l15 min[1]

Legend: 1. Value obtained from Europe ECHA Registered Substances - Acute toxicity 2.* Value obtained from manufacturer's SDS.  Unless otherwise specified data
extracted from RTECS - Register of Toxic Effect of chemical Substances

3-In-One Professional
Heavy Duty Cleaner

#536-2533

Epoxidation of double bonds is a common bioactivation pathway for alkenes. The allylic epoxides, so formed, were found to possess sensitising capacity in vivo
and in vitro and to chemically reactive towards a common hexapeptide containing the most common nucleophilic amino acids.  Further-more, a SAR study of
potentially prohaptenic alkenes demonstrated that conjugated dienes in or in conjunction with a  six-membered  ring  are  prohaptens,  whereas  related  alkenes
containing isolated double bonds or an acyclic conjugated diene were weak or nonsensitizing compounds.This  difference  in  sensitizing  capacity  of 
conjugated  dienes  as compared to alkenes with isolated double bonds was found to be  due  to  the  high  reactivity  and  sensitizing  capacity  of  the allylic
epoxides metabolically formed from conjugated dienes.
Allergic Contact Dermatitis––Formation, Structural Requirements,and Reactivity of Skin Sensitizers.

NAPHTHA, PETROLEUM,
HYDRODESULFURISED

HEAVY

Studies indicate that normal, branched and cyclic paraffins are absorbed from the mammalian gastrointestinal tract and that the absorption of n-paraffins is
inversely proportional to the carbon chain length,with little absorption above C30. With respect to the carbon chain lengths likely to be present in mineral oil,
n-paraffins may be absorbed to a greater extent that iso- or cyclo-paraffins.
The major classes of hydrocarbons have been shown to be well absorbed by the gastrointestinal tract in various species. In many cases, the hydrophobic
hydrocarbons are ingested in association with dietary lipids.

ORANGE, SWEET,
EXTRACT

The essential oils, oleoresins (solvent-free), and natural extractives (including distillates) derived from citrus fruits are generally recognized as safe (GRAS)
for their intended use in foods for human consumption.
Botanicals such as citrus are comprised of hundreds of constituents, some of which have the potential to cause toxic effects;for example, bergapten (aka
5-methoxysporalen or 5-MOP) is a naturally occurring furanocoumarin (psoralen) in bergamot oil that causes phototoxicity. Under the rules governing
cosmetic products in the European Union , citrus-derived ingredients must have furocoumarin content below 1 mg/kg in sun-protection and bronzing products.
Acute toxicity:
The dermal LD50 of undiluted either bitter orange or citrus reticulata (tangerine) leaf oil (described as “petitgrain bigarade oil”) was reported as greater than
2000 mg/kg in rabbits.
for cold-pressed oil

ETHYLENE GLYCOL
MONOBUTYL ETHER

The material may cause skin irritation after prolonged or repeated exposure and may produce a contact dermatitis (nonallergic). This form of dermatitis is often
characterised by skin redness (erythema) and swelling epidermis. Histologically there may be intercellular oedema of the spongy layer (spongiosis) and
intracellular oedema of the epidermis.
For ethylene glycol monoalkyl ethers and their acetates (EGMAEs):
Typical members of this category are ethylene glycol propylene ether (EGPE), ethylene glycol butyl ether (EGBE) and ethylene glycol hexyl ether (EGHE) and
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their acetates.
EGMAEs are substrates for alcohol dehydrogenase isozyme ADH-3, which catalyzes the conversion of their terminal alcohols to aldehydes (which are
transient metabolites). Further, rapid conversion of the aldehydes by aldehyde dehydrogenase produces alkoxyacetic acids, which are the predominant urinary
metabolites of mono substituted glycol ethers.
Acute Toxicity: Oral LD50 values in rats for all category members range from 739 (EGHE) to 3089 mg/kg bw (EGPE), with values increasing with decreasing
molecular weight.
Exposure of pregnant rats to ethylene glycol monobutyl ether (2-butoxyethanol) at 100 ppm or rabbits at 200 ppm during organogenesis resulted in maternal
toxicity and embryotoxicity including a decreased number of viable implantations per litter. Slight foetoxicity in the form of poorly ossified or unossified skeletal
elements was also apparent in rats. Teratogenic effects were not observed in other species.
At least one researcher has stated that the reproductive effects were less than that of other monoalkyl ethers of ethylene glycol.
For ethylene glycol:
Ethylene glycol is quickly and extensively absorbed through the gastrointestinal tract. Limited information suggests that it is also absorbed through the
respiratory tract; dermal absorption is apparently slow. Following absorption, ethylene glycol is distributed throughout the body according to total body water. In
most mammalian species, including humans, ethylene glycol is initially metabolised by alcohol.
NOTE: Changes in kidney, liver, spleen and lungs are observed in animals exposed to high concentrations of this substance by all routes. ** ASCC (NZ) SDS

ALCOHOLS C6-C12
ETHOXYLATED

Human beings have regular contact with alcohol ethoxylates through a variety of industrial and consumer products such as soaps, detergents, and other
cleaning products . Exposure to these chemicals can occur through ingestion, inhalation, or contact with the skin or eyes. Studies of acute toxicity show that
volumes well above a reasonable intake level would have to occur to produce any toxic response. Moreover, no fatal case of poisoning with alcohol ethoxylates
has ever been reported.
Alcohol ethoxylates are according to CESIO (2000) classified as Irritant or Harmful depending on the number of EO-units:
EO < 5 gives Irritant (Xi) with R38 (Irritating to skin) and R41 (Risk of serious damage to eyes)
EO > 5-15 gives Harmful (Xn) with R22 (Harmful if swallowed) - R38/41
EO > 15-20 gives Harmful (Xn) with R22-41
>20 EO is not classified (CESIO 2000)
Oxo-AE, C13 EO10 and C13 EO15, are Irritating (Xi) with R36/38 (Irritating to eyes and skin) .
AE are not included in Annex 1 of the list of dangerous substances of the Council Directive 67/548/EEC

In general, alcohol ethoxylates (AE) are readily absorbed through the skin of guinea pigs and rats and through the gastrointestinal mucosa of rats. AE are
quickly eliminated from the body through the urine, faeces, and expired air (CO2).Orally dosed AE was absorbed rapidly and extensively in rats, and more than
75% of the dose was absorbed. When applied to the skin of humans, the doses were absorbed slowly and incompletely (50% absorbed in 72 hours).
For high boiling ethylene glycol ethers (typically triethylene- and tetraethylene glycol ethers):
Skin absorption: Available skin absorption data for triethylene glycol ether (TGBE), triethylene glycol methyl ether (TGME), and triethylene glycol ethylene
ether (TGEE) suggest that the rate of absorption in skin of these three glycol ethers is 22 to 34 micrograms/cm2/hr, with the methyl ether having the highest
permeation constant and the butyl ether having the lowest. The rates of absorption of TGBE, TGEE and TGME are at least 100-fold less than EGME, EGEE,
and EGBE, their ethylene glycol monoalkyl ether counterparts, which have absorption rates that range from 214 to 2890 micrograms/ cm2/hr . Therefore, an
increase in either the chain length of the alkyl substituent or the number of ethylene glycol moieties appears to lead to a decreased rate of percutaneous
absorption. However, since the ratio of the change in values of the ethylene glycol to the diethylene glycol series is larger than that
of the diethylene glycol to triethylene glycol series , the effect of the length of the chain and number of ethylene glycol moieties on absorption diminishes with an
increased number of ethylene glycol moieties.
The material may produce severe skin irritation after prolonged or repeated exposure, and may produce a contact dermatitis (nonallergic). This form of
dermatitis is often characterised by skin redness (erythema) thickening of the epidermis.
 Histologically there may be intercellular oedema of the spongy layer (spongiosis) and intracellular oedema of the epidermis. Prolonged contact is unlikely,
given the severity of response, but repeated exposures may produce severe ulceration.
All rats survived a 4 hour exposure at up to 8.02 mg/l * * Van Waters and Rogers (1) for males and females combined (2) for similar product, 72 hours after
exposure

AMMONIA

Asthma-like symptoms may continue for months or even years after exposure to the material ceases. This may be due to a non-allergenic condition known as
reactive airways dysfunction syndrome (RADS) which can occur following exposure to high levels of highly irritating compound. Key criteria for the diagnosis
of RADS include the absence of preceding respiratory disease, in a non-atopic individual, with abrupt onset of persistent asthma-like symptoms within minutes
to hours of a documented exposure to the irritant. A reversible airflow pattern, on spirometry, with the presence of moderate to severe bronchial hyperreactivity
on methacholine challenge testing and the lack of minimal lymphocytic inflammation, without eosinophilia, have also been included in the criteria for diagnosis
of RADS.

HYDROCARBON
PROPELLANT

 for Petroleum Hydrocarbon Gases:
In many cases, there is more than one potentially toxic constituent in a refinery gas. In those cases, the constituent that is most toxic for a particular endpoint in
an individual refinery stream is used to characterize the endpoint hazard for that stream. The hazard potential for each mammalian endpoint for each of the
petroleum hydrocarbon gases is dependent upon each petroleum hydrocarbon gas constituent endpoint toxicity values (LC50, LOAEL, etc.) and the relative
concentration of the constituent present in that gas. It should also be noted that for an individual petroleum hydrocarbon gas, the constituent characterizing
toxicity may be different for different mammalian endpoints, again, being dependent upon the concentration of the different constituents in each, distinct
petroleum hydrocarbon gas.

3-In-One Professional
Heavy Duty Cleaner

#536-2533 & ORANGE,
SWEET, EXTRACT

The following information refers to contact allergens as a group and may not be specific to this product. 
Contact allergies quickly manifest themselves as contact eczema, more rarely as urticaria or Quincke's oedema. The pathogenesis of contact eczema involves
a cell-mediated (T lymphocytes) immune reaction of the delayed type. Other allergic skin reactions, e.g. contact urticaria, involve antibody-mediated immune
reactions.

3-In-One Professional
Heavy Duty Cleaner

#536-2533 & NAPHTHA,
PETROLEUM,

HYDRODESULFURISED
HEAVY & ORANGE,

SWEET, EXTRACT &
AMMONIA &

HYDROCARBON
PROPELLANT

No significant acute toxicological data identified in literature search. 

3-In-One Professional
Heavy Duty Cleaner

#536-2533 & ORANGE,
SWEET, EXTRACT

d-Limonene is readily absorbed by inhalation and ingestion. Dermal absorption is reported to be lower than by the inhalation route. d-Limonene is rapidly
distributed to different tissues in the body, readily metabolised and eliminated primarily through the urine.
Limonene exhibits low acute toxicity by all three routes in animals.

ETHYLENE GLYCOL
MONOBUTYL ETHER &

AMMONIA
The material may produce severe irritation to the eye causing pronounced inflammation. Repeated or prolonged exposure to irritants may produce
conjunctivitis.

Acute Toxicity Carcinogenicity

Skin Irritation/Corrosion Reproductivity
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Legend:  – Data available but does not fill the criteria for classification
 – Data available to make classification

 – Data Not Available to make classification

Serious Eye
Damage/Irritation

STOT - Single Exposure

Respiratory or Skin
sensitisation

STOT - Repeated Exposure

Mutagenicity Aspiration Hazard

SECTION 12 ECOLOGICAL INFORMATION

Toxicity

3-In-One Professional
Heavy Duty Cleaner

#536-2533

ENDPOINT TEST DURATION (HR) SPECIES VALUE SOURCE

Not
Applicable

Not Applicable Not Applicable
Not
Applicable

Not
Applicable

naphtha, petroleum,
hydrodesulfurised heavy

ENDPOINT TEST DURATION (HR) SPECIES VALUE SOURCE

EC50 72 Algae or other aquatic plants =13mg/L 1

EC50 72 Algae or other aquatic plants =30000mg/L 1

NOEC 72 Algae or other aquatic plants =0.1mg/L 1

EC50 48 Crustacea >100mg/L 1

EC50 96 Algae or other aquatic plants =450mg/L 1

EC50 72 Algae or other aquatic plants =6.5mg/L 1

EC50 72 Algae or other aquatic plants =6.5mg/L 1

NOEC 72 Algae or other aquatic plants <0.1mg/L 1

LC50 96 Fish 0.00746mg/L 4

EC50 48 Crustacea 0.058mg/L 4

BCF 96 Fish 0.2mg/L 4

EC20 168 Crustacea 0.11mg/L 4

NOEC 168 Crustacea <=0.05mg/L 4

LC50 96 Fish 8.8mg/L 4

EC50 48 Crustacea 3.7mg/L 4

EC50 72 Algae or other aquatic plants =6.5mg/L 1

EC50 72 Algae or other aquatic plants =4700mg/L 1

NOEC 72 Algae or other aquatic plants <0.1mg/L 1

EC50 72 Algae or other aquatic plants =6.5mg/L 1

EC50 72 Algae or other aquatic plants =6.5mg/L 1

NOEC 72 Algae or other aquatic plants <0.1mg/L 1

orange, sweet, extract

ENDPOINT TEST DURATION (HR) SPECIES VALUE SOURCE

LC50 96 Fish 1.279mg/L 3

EC50 96 Algae or other aquatic plants 0.060mg/L 3

ethylene glycol monobutyl
ether

ENDPOINT TEST DURATION (HR) SPECIES VALUE SOURCE

LC50 96 Fish 222.042mg/L 3

EC50 48 Crustacea >1000mg/L 4

EC50 96 Algae or other aquatic plants 1081.644mg/L 3

EC50 384 Crustacea 51.539mg/L 3

NOEC 96 Crustacea 1000mg/L 4

alcohols C6-C12
ethoxylated

ENDPOINT TEST DURATION (HR) SPECIES VALUE SOURCE

Not
Applicable

Not Applicable Not Applicable
Not
Applicable

Not
Applicable

ammonia

ENDPOINT TEST DURATION (HR) SPECIES VALUE SOURCE

LC50 96 Fish 15mg/L 4

NOEC 72 Fish 3.5mg/L 4

hydrocarbon propellant

ENDPOINT TEST DURATION (HR) SPECIES VALUE SOURCE

Not
Applicable

Not Applicable Not Applicable
Not
Applicable

Not
Applicable

Legend: Extracted from 1. IUCLID Toxicity Data 2. Europe ECHA Registered Substances - Ecotoxicological Information - Aquatic Toxicity 3. EPIWIN Suite V3.12
(QSAR) - Aquatic Toxicity Data (Estimated) 4. US EPA, Ecotox database - Aquatic Toxicity Data 5. ECETOC Aquatic Hazard Assessment Data 6. NITE
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(Japan) - Bioconcentration Data 7. METI (Japan) - Bioconcentration Data 8. Vendor Data

Toxic to aquatic organisms, may cause long-term adverse effects in the aquatic environment. 
DO NOT discharge into sewer or waterways.

Persistence and degradability

Ingredient Persistence: Water/Soil Persistence: Air

orange, sweet, extract HIGH HIGH

ethylene glycol monobutyl ether LOW (Half-life = 56 days) LOW (Half-life = 1.37 days)

ammonia LOW LOW

Bioaccumulative potential

Ingredient Bioaccumulation

orange, sweet, extract HIGH (LogKOW = 5.6842)

ethylene glycol monobutyl ether LOW (BCF = 2.51)

ammonia LOW (LogKOW = 0.229)

Mobility in soil

Ingredient Mobility

orange, sweet, extract LOW (KOC = 2899)

ethylene glycol monobutyl ether HIGH (KOC = 1)

ammonia LOW (KOC = 14.3)

SECTION 13 DISPOSAL CONSIDERATIONS

Waste treatment methods

Product / Packaging
disposal

DO NOT allow wash water from cleaning or process equipment to enter drains. 
It may be necessary to collect all wash water for treatment before disposal. 
In all cases disposal to sewer may be subject to local laws and regulations and these should be considered first. 
Where in doubt contact the responsible authority. 
Consult State Land Waste Management Authority for disposal. 
Discharge contents of damaged aerosol cans at an approved site. 
Allow small quantities to evaporate. 
DO NOT incinerate or puncture aerosol cans. 

SECTION 14 TRANSPORT INFORMATION

Labels Required

Marine Pollutant

HAZCHEM Not Applicable

Land transport (ADG)

UN number 1950

UN proper shipping name AEROSOLS

Transport hazard class(es)
Class 2.1

Subrisk Not Applicable

Packing group Not Applicable

Environmental hazard Not Applicable

Special precautions for user
Special provisions 63 190 277 327 344

Limited quantity 1000ml

Air transport (ICAO-IATA / DGR)

UN number 1950

UN proper shipping name AEROSOLS
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Transport hazard class(es)

ICAO/IATA Class 2.1

ICAO / IATA Subrisk Not Applicable

ERG Code 10L

Packing group Not Applicable

Environmental hazard Not Applicable

Special precautions for user

Special provisions A145A167A802; A1A145A167A802

Cargo Only Packing Instructions 203

Cargo Only Maximum Qty / Pack 150 kg

Passenger and Cargo Packing Instructions 203; Forbidden

Passenger and Cargo Maximum Qty / Pack 75 kg; Forbidden

Passenger and Cargo Limited Quantity Packing Instructions Y203; Forbidden

Passenger and Cargo Limited Maximum Qty / Pack 30 kg G; Forbidden

Sea transport (IMDG-Code / GGVSee)

UN number 1950

UN proper shipping name Aerosols, flammable

Transport hazard class(es)
IMDG Class 2.1

IMDG Subrisk Not Applicable

Packing group Not Applicable

Environmental hazard Marine Pollutant

Special precautions for user

EMS Number F-D, S-U

Special provisions 63 190 277 327 344 959

Limited Quantities 1000ml

Transport in bulk according to Annex II of MARPOL and the IBC code

Not Applicable

SECTION 15 REGULATORY INFORMATION

Safety, health and environmental regulations / legislation specific for the substance or mixture

NAPHTHA, PETROLEUM, HYDRODESULFURISED HEAVY(64742-82-1.) IS FOUND ON THE FOLLOWING REGULATORY LISTS

Australia Exposure Standards

Australia Hazardous Substances Information System - Consolidated Lists

Australia Inventory of Chemical Substances (AICS)

International Agency for Research on Cancer (IARC) - Agents Classified by the IARC
Monographs

International Air Transport Association (IATA) Dangerous Goods Regulations - Prohibited List
Passenger and Cargo Aircraft

ORANGE, SWEET, EXTRACT(8028-48-6) IS FOUND ON THE FOLLOWING REGULATORY LISTS

Australia Inventory of Chemical Substances (AICS)

ETHYLENE GLYCOL MONOBUTYL ETHER(111-76-2) IS FOUND ON THE FOLLOWING REGULATORY LISTS

Australia Exposure Standards

Australia Hazardous Substances Information System - Consolidated Lists

Australia Inventory of Chemical Substances (AICS)

International Agency for Research on Cancer (IARC) - Agents Classified by the IARC
Monographs

ALCOHOLS C6-C12 ETHOXYLATED(68439-45-2) IS FOUND ON THE FOLLOWING REGULATORY LISTS

Australia Inventory of Chemical Substances (AICS)

AMMONIA(1336-21-6) IS FOUND ON THE FOLLOWING REGULATORY LISTS

Australia Exposure Standards

Australia Hazardous Substances Information System - Consolidated Lists

Australia Inventory of Chemical Substances (AICS)

HYDROCARBON PROPELLANT(68476-85-7.) IS FOUND ON THE FOLLOWING REGULATORY LISTS

Australia Exposure Standards

Australia Hazardous Substances Information System - Consolidated Lists

Australia Inventory of Chemical Substances (AICS)

International Air Transport Association (IATA) Dangerous Goods Regulations - Prohibited List
Passenger and Cargo Aircraft

National Inventory Status

Australia - AICS Y

Canada -  DSL Y

Canada - NDSL
N (ammonia; hydrocarbon propellant; alcohols C6-C12 ethoxylated; orange, sweet, extract; naphtha, petroleum, hydrodesulfurised heavy; ethylene glycol
monobutyl ether)

China - IECSC Y

Europe - EINEC / ELINCS /
NLP

Y
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Japan - ENCS N (alcohols C6-C12 ethoxylated; orange, sweet, extract; ethylene glycol monobutyl ether)

Korea - KECI Y

New Zealand - NZIoC Y

Philippines - PICCS Y

USA - TSCA Y

Legend:
Y = All ingredients are on the inventory
N = Not determined or one or more ingredients are not on the inventory and are not exempt from listing(see specific ingredients in brackets)

SECTION 16 OTHER INFORMATION

Other information

Ingredients with multiple cas numbers

Name CAS No

naphtha, petroleum,
hydrodesulfurised heavy

64742-82-1., 64741-92-0., 8052-41-3., 1030262-12-4., 8032-32-4., 8030-30-6., 64742-88-7., 64742-89-8., 8002-05-9., 61789-95-5., 64742-48-9., 101795-02-2.,
8031-06-9., 8030-31-7., 50813-73-5., 54847-97-1., 121448-83-7., 8031-38-7., 8031-39-8.

alcohols C6-C12 ethoxylated 68439-45-2, 161025-19-0

ammonia 1336-21-6, 14798-03-9

hydrocarbon propellant 68476-85-7., 68476-86-8.

Classification of the preparation and its individual components has drawn on official and authoritative sources as well as independent review by the Chemwatch Classification committee using
available literature references.

The SDS is a Hazard Communication tool and should be used to assist in the Risk Assessment. Many factors determine whether the reported Hazards are Risks in the workplace or other
settings. Risks may be determined by reference to Exposures Scenarios. Scale of use, frequency of use and current or available engineering controls must be considered.

Definitions and abbreviations

PC－TWA: Permissible Concentration-Time Weighted Average
PC－STEL: Permissible Concentration-Short Term Exposure Limit
IARC: International Agency for Research on Cancer
ACGIH: American Conference of Governmental Industrial Hygienists
STEL: Short Term Exposure Limit
TEEL: Temporary Emergency Exposure Limit。
IDLH: Immediately Dangerous to Life or Health Concentrations
OSF: Odour Safety Factor
NOAEL :No Observed Adverse Effect Level
LOAEL: Lowest Observed Adverse Effect Level
TLV: Threshold Limit Value
LOD: Limit Of Detection
OTV: Odour Threshold Value
BCF: BioConcentration Factors
BEI: Biological Exposure Index

This document is copyright.
Apart from any fair dealing for the purposes of private study, research, review or criticism, as permitted under the Copyright Act, no part may be reproduced by any process without written
permission from CHEMWATCH.
TEL (+61 3) 9572 4700.
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