@ CABLE GLANDS

Cable Gland Selection Chart

Use the table below to assist in gland size selection for your cable.

The gland sizes recommended in this chart are for guidance only and are based on cables manufactured to BS 5467.

We advise that the most accurate way to select your gland is based on the measurement of your cable.

1.5 20S 20S 20S 20S 20S 20 20 25 32 32 32

N/A
2.5 N/A 20S 20S 20S 20S 20 25 25 25 32 40 40
N/A 20S 20S 20 20 25 25 32 32 40 40 50
6 N/A 20 20 20 20 25 32 32 - = - =
10 N/A 20 25 25 25 25 32 32 - - - -
16 N/A 25 25 25 25 32 - = - = - =
25 N/A 25 25 32 32 40 - = - = - =
35 N/A 32 32 32 40 = - = - = - =
50 20 25 32 32 50 = - = - = - =
70 20 32 32 40 50 = - = - = - =
95 25 32 40 50S - = - = - = - =
120 25 40 508 50 - = - = - = - =
150 32 40 508 50 - = - = - = - =
185 32 50S 50 63S - = - = - = - =
240 32 50 63S 63 - = - = - = - =
300 40 635 63 75S - = - = - = - =
400 40 635 75S 75 - = - = - =
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