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AC centrifugal fans
backward curved, Ø 280

- Material: sheet steel

ebm-papst · Mulfingen

Type

R2E 280-AE52 -05(1) (2)

R4E 280-AD08 -05

Type

R2E 280-AE52 -05

R4E 280-AD08 -05

Motor

M2E 068-EC

M4E 068-DF

VAC Hz m3/h min-1 W A µF/VDB dB(A) °C kg

230 50 2110 2700 225 1,00 7,0/ 400 76 40

230 50 1435 1420 78 0,35 2,5/ 450 62 40
230 60 1685 1635 105 0,42 2,5/ 450 67 40

b d e g k

81,6 97,5 42 50 27

111,4 82,5 35 80 29

Inlet ring

96360-2-4013

96360-2-4013
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Nominal data Dimensions

subject to alterations (1) FPU (P2) capacitor in keeping with IEC 252 (2) Insulation class "F"
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S. 340

Terminal box
S. 358

Capacitor
S. 356 f.
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Depth of screw
max. 5 mm

Number of blades = 11
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AC centrifugal fans
backward curved, Ø 280

- Material: sheet steel
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Nominal data Dimensions

subject to alterations (1) FPU (P2) capacitor in keeping with IEC 252 (2) Insulation class "F"
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