Models SHS-V and SHS-LV
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W2 | W1
Outer dimensions LM block dimensions Pilot hole for side nipple**
Height| Width |Length
Model No. Grease
nipple
M|w/|L|B|c|sxte|L|T|K|N|E e | fo | Do
oo Ton| 24 | 34 | Sa |26 | 55| maxa | g5 |59 21|55 55 |Pr021B| 4 | 4 | 3
ons 20V [ 30 | aa | 12 32| ¥ msxs5 | 52| 8 |254|65| 12 | BMeF |43 |53 | 3
ooV, | 3e | a8 | 22 | 35 | 35 |mexes| 2| 8 (3027512 | BMeF | 45 |55 | 3
ool 42 | 6o | 190 10| g0 | mexs |20] 8 35| 8 |12|BMeF 58| 6 |52
g:g gg\l_/v 48 | 70 ﬁg 50 ?g M8X 10 19233 14.7(405| 8 | 12 | B-M6F | 65 | 55 | 5.2
oo a| 60 | 8 | 190 | 60 | SO |miox15|19°1149(51.1]105| 16 [BPTUB| 8 | B |52
one ooy | 70 | 100 | 272 | 75 | 3 |mi2x1s | 132 {10.4(57.3| 11 | 16 [BPTE| 10 | 8 |52
ons ooV, | 90 | 126 | 321 | 76 |19 | M16x20 | 21195 71 | 19 | 16 [BPTLE| 10 | 12 | 5.2

SHS30 V 2 QZ KKHH C1 +1240L P Z T -1

-1 T -T . - 1 - 1
Model  Type of With QZ Cgt‘éiftt‘(":at'on LM rail length wnh steel Symbol for
number LM block | Lubricator gccess'ory (in mm) tape y:-ﬂ?é rsa;l;éised
symbol (*1) s ill plane (*4)
ymbol for LM rail| P!
No. of LM blocks Radial clearance symbol (*2) jointed use
used on the same rail Normal (No symbol)

" Accuracy symbol (*3)

Light preload (C1) Normal grade (No Symbol)/High accuracy grade (H)
Medium preload (C0)  pregision grade (P)/Super precision grade (SP)
Ultra precision grade (UP)

(x1) See contamination protection accessory on B1-510. (x2) See B1-70. (+3) See B1-77. (+4) See B1-13.

Note) This model number indicates that a single-rail unit constitutes one set. (i.e., required number of sets when 2 rails are
used in parallel is 2 at a minimum.)
Those models equipped with QZ Lubricator cannot have a grease nipple.

B81-100 TR

To download a desired data, search for

the corresponding model number in the Technical site. https://tech.thk.com
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Unit: mm
LM rail dimensions Basic load rating| Static permissible moment kN-m* Mass
A Mo Me | v |
Width Height|Pitch Length*| C | Co ') ) % st || il
=0 = =]
Wl
1 |Double| 1 |Double| 1
Hol 0| Wo [ M| F | XX Maxc] kN KN o | biocks | block | biocks | block | K9 | k9/m
14.2|242|0.175|0.898|0.175|0.898| 0.16 | 0.19
3 | 15195 13 | 60 | 4.5X7.5X5.3 | 2500 | 1% | 319 |0 206| 1.43 [0.296 | 1.43 |0.212| 0.22 | 13
22.3[3840.334| 1.75 | 0.334| 1.75 [0.361| 0.35
4620 | 12 /165 60 | 6X9.5X85 | 3000 | 55 | 503 |0568| 2.8 |0.568| 2.8 |0.473| 0.46 | 22
31.7|52.4|0.566| 2.75 | 0.566 | 2.75 |0.563| 0.54
58|23 1125/ 20 | 60 | 7X11X9 13000 | 353 | 547 |0'84g| 3.98 [0.848| 3.98 |0.696| 0.67 | 32
448 66.60.786| 4.08 | 0.786| 4.08 [0.865| 0.94
7 |28]16| 23 | 80| 9X14X12 3000 (g, |ggg| 136 6.6 | 1.36 | 6.6 | 1.15]| 1.16 | 4°
62.3]966| 1.38 | 6.76 | 1.38 | 6.76 | 1.53 | 1.4
75(34 |18 | 26 | 80 | 9x1ax12 |3000 [525|9001 23818701 TN OO 203 e | 62
82.8| 126 | 2.05 | 10.1 | 2.05 | 10.1 | 2.68 | 2.54
8.9 | 45 [20.5| 82 1105 | 14X20X17 | 3090 155 | 166 | 3.46 | 16.3 | 3.46 | 16.3 | 3553 | 319 | 104
128 | 197 | 3.96 | 19.3 | 3.96 | 19.3 | 4.9 | 4.05
12.7| 53 |235| 38 (120 | 16x23x20 | 3060 | 120 | Jo0 [ 200 [ 373 | 3901 1931 45 1 395 | 145
205 | 320 | 8.26 | 40.4 | 8.26 | 40.4 | 9.4 | 8.41
19 | 63 [315| 53 [150| 18X26X22 | 3000 | 503 | 500 | 920 | 204 820 | 4041 D4 | 841 | 237

Note) Pilot holes for side nipples** are not drilled through in order to prevent foreign material from entering the product.
THK will mount grease nipples per your request. Therefore, do not use the side nipple pilot holes** for purposes other
than mounting a grease nipple.
The maximum length under “Length*” indicates the standard maximum length of an LM rail. (See B1-104.)
Static permissible moment*: 1 block: static permissible moment value with 1 LM block
Double blocks: static permissible moment value with 2 blocks closely contacting with each other

Options=>R1-473 "l_l"h=|'l'|=(( BN1-101





