Product data sheet
Characteristics

S6HPG2/2-CM
56 Series High Pressure Gasket - 2 x1 Gang

N CLIPSAL

by Sehneider Eleceric

Main

Range Clipsal - 56 Series
Product brand Clipsal

Product or component Gasket

type

Accessory / separate

Mounting accessory

part category
Complementary
Colour Cream
Net weight 0.06 kg

Environment

IP degree of protection

IP66 conforming to AS 60529

Ambient air temperature for operation -25...75°C
Packing Units

Unit Type of Package 1 PCE
Number of Units in Package 1 1

Package 1 Weight 47 g
Package 1 Height 15 mm
Package 1 width 108 mm
Package 1 Length 200 mm

Offer Sustainability

Sustainable offer status

Green Premium product

REAChH Regulation

i

EU RoHS Directive

Mercury free

Compliant i)

Yes

RoHS exemption information

i

China RoHS Regulation

Environmental Disclosure

i
i

Oct 7, 2020

HICLIPSAL

The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.

This documentation is not intended as a substitute for and is not to be used for determining suitabil

reliability of these products for specific user applications.

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.


http://www.schneider-electric.com.au/sites/australia/en/products-services/green-premium/green-premium.page
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=150066170&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=150066170&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=150066170&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=150066170&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP120809EN

