® Standard hood
@ Corrosion-resistant
hood (series K)

Locking bayonnet on hood

dimensions in mm

Orderin L
Style 9 | cable entry Description
number
g g
side entry @
standard construction
PG| PG| PG
!
41.32.32.07 | 21 HA.32.8TS.1.21
41.32.32.80 21 HA.32.8TS.1.21.Z
41.32.32.70 21 HA.32.8TS5.1.21.G
51.41.32.32.07 21 HA-K.32.ST7S.1.21
51.41.32.32.80 21 HA-K.32.8TS.1.21.Z
51.41.32.32.70 21 HA-K 32.5TS5.1.21.G
NN 49.32.50.07 21 HD.50.87S.1.21
. 49.32.50.80 21 HD.50.8T7S8.1.21.Z
49.32.50.70 21 HD.50.8TS.1.21.G
49.32.50.09 29 HD.50.8TS.1.29
49.32.50.81 29 HD.50.8TS.1.29.Z
49.32.50.71 29 HD.50.87S.1.29.G
51.49.32.50.07 21 HD-K.50.8TS.1.21
51.49.32.50.80 21 HD-K.50.8T7S.1.21.Z
51.49.32.50.70 21 HD-K.50.8TS.1.21.G
51.49.32.50.09 | 29 HD-K.50.87S.1.29
51.49.32.50.81 29 HD-K.50.575.1.29.Z
51.49.32.50.71 29 HD-K.50.8T7S.1.29.G
top entry
standard construction
wadd 41.30.32.07 21 HA.32.STO.1.21
41.30.32.80 21 HA.32.STO.1.21.Z
41.30.32.70 21 HA.32.8TO.1.21.G
51.41.30.32.07 21 HA-K.32.STO.1.21
51.41.30.32.80 21 HA-K.32.8TO.1.21.Z
51.41.30.32.70 21 HA-K.32.8T0O.1.21.G
high construction
-_— 49.30.50.07 21 HD.50.8T0.1.21
o 49.30.50.80 21 HD.50.5TO.1.21.Z
49.30.50.70 21 HD.50.8TO.1.21.G
49.30.50.09 29 HD.50.8T0O.1.29
49.30.50.81 29 HD.50.570.1.29.Z
49.30.50.71 29 HD.50.5T70.1.29.G
51.49.30.50.07 | 21 HD-K.50.5TO.1.21
51.49.30.50.80 21 HD-K.50.8TO.1.21.Z
51.49.30.50.70 21 HD-K.50.8T0.1.21.G
51.49.30.50.09 29 HD-K.50.8TO.1.29
51.49.30.50.81 29 HD-K.50.5T0.1.29.2
51.49.30.50.71 29 HD-K.50.8T0.1.29.G
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