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DDA202 A-63/0,03
   

General Information
DDA202 A-63/0,03
2CSB202101R1630
8012542795605
DDA202 A-63/0,03 - RCD Block
The RCD block DDA200 series is suitable for assembly with MCBs S200 series. It assures
protection against the effects of sinusoidal alternating and direct pulsating earth fault
currents, protection, against indirects contacts and additional protection against direct (with
sensitivity = 30 mA) contacts. Applications: residential, commercial, industrial.

Categories
Products »  Low Voltage Products and Systems »  Modular DIN Rail Products »  Residual Current Devices RCDs »  Residual
Current Devices RCD Blocks

Ordering
8012542795605
1 piece
85363030

Dimensions
0.070 m
0.093 m
0.069 m
0.210 kg

Container Information
1 piece
0.077 m
0.076 m
0.102 m
0.245 kg
8012542795612
3 piece
0.74 kg

Environmental
Planned to follow EU Directive 2002/95/EC August 18, 2005 and amendment after 2007 Q3

Additional Information
Level 0 - Information enabled
2
Instantaneous
Per Pole 5 W
DDA200
Residual Current Device Block
63 A
30 mA
230/400 V
IEC EN 61009 Ann. G
A type

Certificates and Declarations (Document Number)
ITSCE127DDA200
document not needed
2CSC427001K0201

Classifications
Q
39120000
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